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EXISTING SURFACE CONTOURS

(0.20m INTERVALS)

PROPOSED FINISHED PAVEMENT

SURFACE CONTOURS

(0.10m INTERVALS)

LEGEND

125mm THICK REINFORCED CONCRETE

FOOTPATH (SD-F01)

ROAD PAVEMENT (REFER TO SHEET 1 FOR

PAVEMENT DETAIL)

CONCRETE KERB (VARIOUS PROFILES)

PROPOSED PAVEMENT GRADE

PROPOSED PAVEMENT LINE MARKING

200mm THICK REINFORCED CONCRETE

VEHICLE CROSSING (SD-H05)

ASPHALT FOOTPATH PAVEMENT

OVERLAND FLOW PATH

STORMWATER DRAINAGE PIT AND PIPE

TO COUNCIL STANDARDS
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CAR PARKING

CAR PARKING
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CANTERBURY ROAD

B2 KERB

B2 KERB
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TRENCH GRATE

CONSTRUCT 900x750 GRATED SIDE ENTRY PIT
IN ACCORDANCE WITH COUNCIL STANDARD
DRAWING SD-D03 AND SD-D08

CONSTRUCT DOUBLE  (2) 1500 x 900 GRATED SIDE
ENTRY PIT TYPE 3 IN ACCORDANCE WITH COUNCIL
STANDARD DRAWING SD-D03 AND SD-D08
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CONVERT EXISTING SIDE ENTRY PIT TO A JUNCTION PIT
AND MATCH TO NEW FOOTPATH LEVELS IN ACCORDANCE
WITH COUNCIL STANDARD DRAWING SD-D06 AND SD-D07.
PIT COVER TO BE BOLTED TO PIT SURROUND.

CONSTRUCT 300mm WIDE CLASS D 'HEEL SAFE' ANTISLIP

TRENCH GRATE IN ACCORDANCE WITH MANUFACTURES

INSTRUCTIONS AND DETAIL ON SHEET 1

CAFE FLOOR LEVEL: 131.94m AHD FL: 132.39m AHD FL: 132.37m AHD FL: 132.54m AHD FL: 132.89m AHD
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INVERT

CONVERT EXISTING SIDE ENTRY PIT TO A JUNCTION PIT
WITH BOLTED PIT COVER AND MODIFY TO MATCH TO NEW
FOOTPATH LEVELS IN ACCORDANCE WITH COUNCIL
STANDARD DRAWING SD-D06 AND SD-D07

EXISTING JUNCTION PIT COVER TO BE MODIFIED
SUCH TO BE BOLTED TO PIT SURROUND

EXISTING JUNCTION PIT COVER TO BE MODIFIED OR
REPLACED SUCH TO BE BOLTED TO PIT SURROUND.

CONSTRUCT 900 x 750 GRATED PIT IN
ACCORDANCE WITH COUNCIL STANDARD
DRAWING SD-D06 AND SD-D08

NEW DRAINAGE PIPE TO PASS THROUGH JUNCTION
PIT UNBROKEN (DETAILS TO BE DETERMINED ON
SITE IN CONJUNCTION WITH COUNCIL ENGINEERS)

NEW DRAINAGE PIPE TO PASS THROUGH JUNCTION
PIT UNBROKEN (DETAILS TO BE DETERMINED ON
SITE IN CONJUNCTION WITH COUNCIL ENGINEERS)

BREAK INTO EXISTING JUNCTION PIT AND CONNECT NEW DRAINAGE PIPE
WITH NON-RETURN VALVE AT INLET TO PIT.
CONVERT TO GRATED PIT GENERALLY IN ACCORDANCE WITH COUNCIL
STANDARD DRAWING SD-D08

LAY 300mm Ø  SN8 PVC-U (DWV) SOLVENT CEMENT JOINTED PIPE IN
ACCORDANCE WITH AS2032 AND COUNCIL STANDARD DRAWING SD-B05
FOR TRENCHES WITHIN AN EASEMENT
(PIPE DIAMETER MAY BE REDUCED IF INSUFFICIENT CLEARANCE IS
DETERMINED DURING CONSTRUCTION)

INSTALL A 300mm Ø SN8 PVC-U (DWV) 45° ELBOW
SOLVENT CEMENT JOINTED

Ex.1

Ex.2

Ex.3

Ex.4

Ex.5

6

7

8

WARNING
BEWARE OF UNDERGROUND SERVICES

THE LOCATION OF EXISTING UNDERGROUND SERVICES ARE APPROXIMATE
ONLY AND THEIR EXACT POSITION SHOULD BE PROVEN ON SITE.  NO

GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.
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