
WARNING

LATM RENEWAL WORKS

ALLENDALE ROAD, CROYDON - YALLAMBEE WAY & YANINA CT INTERSECTION

BEWARE OF UNDERGROUND SERVICES

THE LOCATION OF EXISTING UNDERGROUND SERVICES ARE APPROXIMATE

ONLY AND THEIR EXACT POSITION SHOULD BE PROVEN ON SITE. NO

GUARANTEE IS GIVEN THAT ALL EXISTING SERVICES ARE SHOWN.

HEIGHT DATUM

-

COORDINATE DATUM

-

00    ORIGINAL ISSUE - CONCEPT DESIGN - FOR REVIEW

VER    DESCRIPTION

10-12-2020

DATE APP

- SCALE

AS SHOWN

-

LATEST ISSUE DATE

10-12-2020

ENGINEERING DESIGN

TOM DOBSON

DRAFTING

TOM DOBSON

CHECKED

-

APPROVED

-

ENGINEERING & BUILDING SERVICES

MAROONDAY CITY COUNCIL

REALM RINGWOOD VIC 3134

PO Box 156 RINGWOOD VIC 3134

www.maroondah.vic.gov.au

LATM RENEWAL WORKS

CONCEPT DESIGN

ALLENDALE ROAD, CROYDON

YALLAMBEE WAY & YANINA CT INTERSECTION

1 OF 2

PLAN NUMBER

01

SHEET No.

VER

01

DWG No.

-

O
R

I
E

N
T

A
T

I
O

N

N

S

T

T

T

T

T

T

T

T

T

T

T

T

T

T

T

T

T

T

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

W

G

A

S

G

A
S

G

A
S

G

A

S

G

A

S

G

A
S

G

A
S

G

A

S

G

A

S

G

A

S

G

A
S

G

A
S

G

A
S

G

A

S

G

A

S

G

A
S

G

A

S

G

A

S

G

A

S

G

A

S

G

A
S

G

A
S

G

A

S

G

A

S

G

A

S

G

A

S

G

A

S

T

T

T

T

G

A

S

G

A

S

G

A

S

G

A

S

G

A
S

G

A
S

G

A

S

G

A

S

G

A
S

G

A

S

G

A

S

G

A

S

G

A
S

G

A

S

G

A

S

G

A

S

G

A
S

G

A

S

G

A

S

G

A

S

G

A

S

G

A

S

G

A

S

G

A

S

1
.
8
m

1
.
8
m

Construct 8.5m x 0.8m splitter island

M4 kerb surround with grey concrete infill

Construct 8.5m x 0.8m splitter island

M4 kerb surround with grey concrete infill

Grind / remove redundant linemarking

Construct new kerb ramps

Construct new kerb ramps

100mm top soil and seed

Remove existing chicanes and construct

standard road pavement detail

(250mm Class FCR, 40mm Type14H, 30mm Type10H)

Chicanes to be removed in rectangle configuration (1.5m wide)

to allow for FCR compaction.

Crack seal on completion of asphalt

New give-way linemarking

New give-way linemarking

Continue broken centre line.

3m line with 9m gap

Tree to be removed

Remove existing infrastructure and construct

standard road pavement detail

(250mm Class FCR, 40mm Type14H, 30mm Type10H)

Remove existing infrastructure and construct

standard road pavement detail

(250mm Class FCR, 40mm Type14H, 30mm Type10H)

Replace pit lintel and surround with FRP lid

Install give-way sign

Install give-way sign
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Grind / remove redundant linemarking

Grind / remove redundant linemarking

Grind / remove redundant linemarking

Remove existing infrastructure and construct

standard road pavement detail

(250mm Class FCR, 40mm Type14H, 30mm Type10H)

100mm top soil and seed

Reconstuct and widen VC to 3.0m

Construct 8.5m x 0.8m splitter island

M4 kerb surround with grey concrete infill

Construct new kerb ramps

Replace pit lintel and surround with FRP lid

Remove existing chicanes and construct

standard road pavement detail

(250mm Class FCR, 40mm Type14H, 30mm Type10H)

Chicanes to be removed in rectangle configuration (1.5m wide)

to allow for FCR compaction.

Crack seal on completion of asphalt

New give-way linemarking

Continue broken centre line.

3m line with 9m gap
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Install give-way sign
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