
TENDER OPTION

NO WORKS.

BASE SCHEME TENDER OPTION

PROPOSED RAINWATER TANK AND ASSOCIATED RAINWATER RE-USE 

PRESSURE SYSTEM TO SERVE THE NEW CRICKET / SOCCER PAVILION AS 

DETAILED ON THE SERVICES ENGINEERING DOCUMENTS.

T01: RAIN WATER TANK

DWG No.

A201, A401, A402

A000 COVER SHEET

A001 EXISTING & DEMOLITION - SITE PLAN

A031 EXISTING & DEMOLTION - GROUND FLOOR PLAN

A061 EXISTING & DEMOLITION - ELEVATIONS

A101 SITE PLAN

A131 BUILDING SETOUT PLAN & EXTERNAL PAVEMENT

A161 FIRE COMPARTMENT PLAN

A201 GENERAL ARRANGEMENT PLAN - GROUND FLOOR

A231 WALL SETOUT PLAN

A241 ROOF PLAN

A251 CONCRETE PROFILE PLAN

A301 REFLECTED CEILING PLAN - GROUND FLOOR

A401 ELEVATIONS - SHEET 01

A402 ELEVATIONS - SHEET 02

A501 SECTIONS

A531 WALL SECTIONS

A532 WALL SECTIONS

A533 WALL SECTIONS

A601 SECTION DETAILS

A602 SECTION DETAILS

A631 PLAN DETAILS

A661 DOOR JAMBS

A662 EXTERNAL SERVICES ENCLOSURE DETAILS

A701 INTERNAL ELEVATIONS - DOG STORE, FIRST AID, & UMPIRES 1 & 2

A702 INTERNAL ELEVATIONS - CHANGE

A703 INTERNAL ELEVATIONS - CHANGE 2 AND STORE

A704 INTERNAL ELEVATIONS - CHANGE 3 & 4

A705 INTERNAL ELEVATIONS - MALE & FEMALE TOILETS

A706 INTERNAL ELEVATIONS - ACC SHWR, ACC WC, & KITCHEN

A707 INTERNAL ELEVATIONS - SOCIAL SPACE, MEETING

A761 JOINERY

A801 DOOR SCHEDULE

A831 GLAZING SCHEDULE

A901 PARTITION TYPES

� C���P STUDI� PTY TD Registered Busi�ess �a�e C���P AB� 93 167 783 600
C$i�t%� Wy�er �%�i�ated Architect VIC ARBV 17508

The i�f%r�ati%� c%�tai�ed i� this d%cu�e�t is c%pyright a�d �ay �%t be 
used %r repr%duced f%r a�y %ther pr%/ect %r purp%se�

Verify a$$ di�e�si%�s a�d $eve$s %� site a�d rep%rt a�y discrepa�cies t% 
C�1�P Studi% f%r directi%� pri%r t% the c%��e�ce�e�t %f w%r3�

Drawi�gs are t% be read i� c%�/u�cti%� with a$$ %ther c%�tract d%cu�e�ts�
Use figured di�e�si%�s %�$y�  D% �%t sca$e fr%� drawi�gs�  C�1�P Studi% 
ca��%t guara�tee the accuracy %f c%�te�t a�d f%r�at f%r c%pies %f 
drawi�gs issued e$ectr%�ica$$y�
The c%�p$eti%� %f the Issue Detai$s Chec3ed a�d Auth%rised secti%� is 
c%�fir�ati%� %f the status %f the drawi�g�  The drawi�g sha$$ �%t be used 
f%r c%�structi%� u�$ess e�d%rsed 'F%r C%�structi%�' a�d auth%rised f%r 
issue�

C%�su$ta�tsGe�era$ �%tes

Architectura$ Drawi�gs

%cati%� P$a� C$ie�t

F
ile

 N
a

m
e

C�VER PAGE

DRAWI�G ��� REVISI��

PR�8ECT �U9BER

PR�8ECT

C�1�P STUDI�  
eve$ 7: 176 We$$i�gt%� Parade: East 9e$b%ur�e: 
3002
�ffice< =61 452 281 614
ad�i�@c%1%pstudi%�c%��au 

C
:\U

se
rs

\fs
ar

ce
pu

ed
es

\D
o

cu
m

en
ts

\1
00

2
05

_S
ilc

oc
k 

P
av

ili
on

_C
en

tra
l_

R
19

_F
.S

A
R

C
E

P
U

E
D

E
S

.r
vt

C

SIC�C@ PAVII��

9ar%%�dah City C%u�ci$
CRE� C��SU	TA�TS

Structura$ a�d Civi$ E�gi�eers
(03) 9417 7393

RUDDS C��SU	TI�G

Bui$di�g Services E�gi�eers
(03) 9081 2900

F�R TE�DER

A000

100205

SIC�C@ PAVII��

CARPARK ENTRY

SILCOCK 
RESERVE

LI
LY

D
A

LE
 L

IN
E



 1
12

40
0 

 1
12

50
0 

 1
12

60
0 

 1
12

70
0 

 1
12

80
0 

 1
12

90
0 

 1
13

00
0 

 1
13

50
0 

 1
13

60
0 

 1
13

70
0 

 1
13

80
0 

 1
13

90
0 

 1
14

00
0 

 1
14

10
0 

 1
14

20
0 

 1
14

30
0 

 1
14

40
0 

 1
14

50
0 

 112800 

 1
12

80
0 

 112900 

 1
12

90
0 

 1
13

00
0 

 113000 

 113
100 

TIMBER PALING FENCE

PART OF EXISTING 

PAVILION TO REMAIN 
(DOG CLUB)

EX.FL 113.400

EXISTING CRICKET / 

SOCCER CLUB
(SINGLE-STOREY 

BUILDING) 

COMPLETELY DEMOLISH 

BUILDING INCLUDING 
ALL STRUCTURE AND 

SUB SURFACE 
STRUCTURE/SERVICE. 

ALL SERVICES SHALL BE 
REMOVED AND CUT 

BACK TO PROPOSED 

BUILDING LINE. 

REFER TO
DRAWING SHEET A031 

AND A061 FOR
MORE DETAILS.

EXISTING VERANDAH TO BE DEMOLISHED 

INCLUDING ROOFING, FLASHINGS, GUTTERS, 

DOWNPIPES, ALL STRUCTURAL COLUMNS 

AND FOOTINGS. COMPLETELY REMOVE ALL 

SUB SURFACE SERVICES AND CUT BACK TO 

PROPOSED BUILDING BOUNDARY.

EXISTING PITCH

EXISTING CAR PARK

EXISTING OVAL LIGHT POLE  AND 

ASSOCIATED FOOTING 

STRUCTURE TO BE DEMOLISHED. 

COMPLETELY REMOVE ALL 

UNDERGROUND CABLING.

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX. TREE

EX TREE - DEMO

EX TREE - DEMO

EX. TREE
EX. TREE

EX. TREE

EX. TREE

EX. TREE

JUNCTION 

PIT

PARKING 

SIGN

PARKING 

SIGN

PARKING SIGN TO 

BE DEMOLISHED

JUNCTION PIT

ELECTRICITY 

POLE

ELECTRICITY 

POLE

BOL

SIDE ENTRY 

PIT

POLE WITH 

LANTERN

UNKNOWN 

SERVICE 

COVER

GRATED PIT

LIGHT POLE

BINS TO BE REMOVED 

BY COUNCIL, 

DEMOLISH CONCRETE 

BELOW.

SIGN
TELSTRA 

COVER

EXISTING AUTHORITY 

SEWER MANHOLE

UNKNOWN 

SERVICE 

COVER

BOL

BOL

BOL

BOL

BOL

BOL

BOL

BOL
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NO. 18 

WILLIAM ROAD

NO. 16

WILLIAM ROAD

NO. 12

WILLIAM ROAD

NO. 10

WILLIAM ROAD

UNKNOWN 

SERVICE 

COVER

EXISTING BOLLARDS TO BE 

DEMOLISHED.

EXTENT OF CONCRETE 

PAVEMENT TO BE 

DEMOLISHED - FINAL 

EXTENT TO BE 

DETERMINED ON SITE.

EXTENT OF SITE PREPARATION 

FOR NEW WORKS SHOWN IN RED 

HATCH.

EXTENT OF SITE 

PREPARATION FOR 

NEW WORKS SHOWN IN 

RED HATCH.

2000

EXISTING DRINKING 

FOUNTAIN TO BE 

REMOVED AND SAFELY 

STORED FOR RELOCATION 

- REFER TO A101 FOR NEW 

LOCATION.

EXISTING DOWNPIPE AND PIT 

TO BE DEMOLISHED.

EXISTING TIMBER PALING 

FENCE TO BE RETAINED. 

EXISTING DOWNPIPES 

AND PITS TO BE 

DEMOLISHED. 
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PARKING SIGN TO 

BE DEMOLISHED
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WILLIAM ROAD ENTRY

EX.DP

EX.DP

EX.DP

EX.DP

EX.DPEX.DP

EX.DP

EX.DP

EX.DP

EX.DP

EX.DP

EXISTING GUTTER AND DOWNPIPES TO 

BE DEMOLISHED IN PREPARATION FOR 

NEW LAPPED FLASHING TO NEW 

BUILDING - PROVIDE TEMPORARY 

DRAINAGE DURING DEMOLITION.

EXISTING GUTTER AND DOWNPIPES TO 

BE DEMOLISHED IN PREPARATION FOR 

NEW BOX GUTTER  - PROVIDE 

TEMPORARY DRAINAGE DURING 

DEMOLITION.

EXISTING CHAINWIRE 

MESH TO BE 

DEMOLISHED.

EXISTING SHED TO BE 

DEMOLISHED.

1

1
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3
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A A

B B

C C

D D

EXISTING GAS METER -

REFER TO HYDRAULICS 

DOCUMENTATION FOR 

RELOCATION DETAILS.

DOUBLE-STOREY 

SHED

 S
H

E
D

 SHED
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EXISTING GRAVEL PATH 

EXTENT TO BE 

DEMOLISHED SHOWN 

DASHED.

EXISTING KERB 

AND CHANNEL TO 

BE DEMOLISHED

NO. 14

WILLIAM ROAD

NO. 14A

WILLIAM ROAD

EXISTING ROOF SHEETING TO BE CUT 

BACK FOR INSTALLATION OF NEW 

FLASHING (SHOWN HATCHED). REFER 

TO DETAIL 1/A532. 

C.O.S.

NOM.  1651

20°20°

20° 20°

PROTECT AND MAKE GOOD ON 

COMPLETION (IF DAMAGED)
EXISTING FENCE 

(SHOWN DASHED)

EXISTING WATER METER 

TO BE REMOVED - REFER 

TO HYDRAULICS 

ENGINEERS DRAWINGS FOR 

DETAILS. 

R.L. 113.380

R.L. 113.190

R.L. 113.580

EXISTING SEWER MAIN 

CONTINUES INTO EXISTING 

BUILDING. REFER TO HYDRAULIC 

ENGINEER'S DRAWINGS FOR 

CONNECTION DETAILS.

ANY DAMAGE TO AREAS OF THE WORKS TO REMAIN SHALL BE 

MADE GOOD TO THE SATISFACTION OF THE SUPERINTENDENT 

AT THE CONTRACTORS EXPENSE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL 

DEMOLITION REQUIRED TO SATISFACTORILY ACHIEVE THE 

NEW WOKS AND DESIGN INTENT OF THE CONTRACT 

DOCUMENTS.

ALL DEMOLITION ITEMS MUST BE REMOVED FROM SITE AND 

DISPOSED OF LEGALLY UNLESS NOTED OTHERWISE.

COMPLETELY REMOVE AND DISCARD REDUNDANT SERVICES 

OR CAP SERVICES THAT ARE TO BE REUSED IN NEW WORKS.

REDUNDANT STRUCTURAL COLUMNS ALONG WEST FACADE TO 

BE REMOVED.  REFER TO STRUCTURAL ENGINEERS 

DOCUMENTATION FOR DETAILS.

REFER TO SERVICES ENGINEER'S DRAWINGS FOR IN-GROUND 

SERVICES RELOCATIONS.

GENERAL NOTES

EXTENT OF DEMOLITION WORKS.

EXTENT OF CONCRETE DEMOLITION 

WORKS.

EXTENT OF BITUMEN DEMOLITION WORKS.

EXTENT OF GARDEN/GRASSED AREA 

DEMOLITION WORKS.

EXTENT OF EXISTING WORKS NOT PART 

OF SCOPE.  REFER TO DRAWINGS.

THIS DRAWING MUST BE PRINTED IN COLOUR.

UNDERGROUND SERVICE - TELSTRA

UNDERGROUND SERVICE - WATER

UNDERGROUND SERVICE - STORM WATER

UNDERGROUND SERVICE - SEWER

UNDERGROUND SERVICE - ELECTRIC

UNDERGROUND SERVICE - GAS

SURVEYORS BENCHMARK

CONFIRM ON SITEC.O.S.

NOTE:

BEWARE OF UNDERGROUND SERVICES

NOTE:

DEPTH AND LOCATE ALL IN-GROUND SERVICES ON SITE. CONTRACTOR 

TO ARRANGE AND PAY A SERVICES LOCATING COMPANY TO SCAN THE 

GROUND AND POT HOLE TO CONFIRM LOCATIONS AND DEPTHS. REFER 

TO PRELIMINARIES SECTION 00100.

FOR TENDER 
NOT TO  BE  USED  DURING CONSTRUCTION
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The information contained in this document is copyright and 
may not be used or reproduced for any other project or 
purpose.

Verify all dimensions and levels on site and report any 
discrepancies to 
Co-op for direction prior to the commencement of work.
Drawings are to be read in conjunction with all other 
contract documents.

Use figured dimensions only. Do not scale from drawings.
Co-op cannot guarantee the accuracy of content and format 
for copies of drawings issued electronically.
The completion of the Issue Details Checked and 
Authorised section below is confirmation of the status of the 
drawing. The drawing shall not be used for construction 
unless endorsed 'For Construction' and authorised for 
issue.
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ANY DAMAGE TO AREAS OF THE WORKS TO REMAIN SHALL BE 

MADE GOOD TO THE SATISFACTION OF THE SUPERINTENDENT 

AT THE CONTRACTORS EXPENSE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL 

DEMOLITION REQUIRED TO SATISFACTORILY ACHIEVE THE 

NEW WOKS AND DESIGN INTENT OF THE CONTRACT 

DOCUMENTS.

ALL DEMOLITION ITEMS MUST BE REMOVED FROM SITE AND 

DISPOSED OF LEGALLY UNLESS NOTED OTHERWISE.

COMPLETELY REMOVE AND DISCARD REDUNDANT SERVICES 

OR CAP SERVICES TO BE REUSED IN NEW WORKS.

REDUNDANT STRUCTURAL COLUMNS ALONG WEST FACADE TO 

BE REMOVED.  REFER TO STRUCTURAL ENGINEERS 

DOCUMENTATION FOR DETAILS.

GENERAL NOTES

EXTENT OF DEMOLITION WORKS.

EXTENT OF CONCRETE DEMOLITION 

WORKS.
EXTENT OF BITUMEN DEMOLITION WORKS.

EXTENT OF GARDEN/GRASSED AREA 

DEMOLITION WORKS.

THIS DRAWING MUST BE PRINTED IN COLOUR.

EXTENT OF EXISTING WORKS NOT PART 

OF SCOPE.  REFER TO DRAWINGS.

UNDERGROUND SERVICE - TELSTRA

UNDERGROUND SERVICE - WATER

UNDERGROUND SERVICE - STORM WATER

UNDERGROUND SERVICE - SEWER

UNDERGROUND SERVICE - ELECTRIC

UNDERGROUND SERVICE - GAS

SURVEYORS BENCHMARK

THIS DRAWING MUST BE PRINTED IN COLOUR.

NOTE:

BEWARE OF UNDERGROUND SERVICES

NOTE:

DEPTH AND LOCATE ALL IN-GROUND SERVICES ON SITE. CONTRACTOR 

TO ARRANGE AND PAY A SERVICES LOCATING COMPANY TO SCAN THE 

GROUND AND POT HOLE TO CONFIRM LOCATIONS AND DEPTHS. REFER 

TO PRELIMINARIES SECTION 00100.

STORE

EQUIP.

KIOSK

MAIN HALL

ADMIN.

MEETING

KITCHEN

FEMALE 

WC

MALE WC
ACC. WC

CLUB 

ROOM

BAR / 

KIOSK
WC

AIRLOCK

ACC. WC

CHANGE 2

CHANGE 1

SPORTS 

STORE 1

SPORTS 

STORE 2

DOOR AND FRAME TO 

BE DEMOLISHED.

EXISTING DOOR 

AND FRAME TO BE 

DEMOLISHED.

SAW CUT WALL FOR 

NEW DOOR - 1050W X 

2040H.

DOOR AND 

FRAME TO BE 

DEMOLISHED.

DEMOLISH EXISTING DOOR AND 

FRAME AND PREPARE FOR NEW 

DOUBLE BRICK WALL. 
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A061
3

EXISTING OVAL LIGHT POLE  AND 

ASSOCIATED FOOTING 

STRUCTURE TO BE DEMOLISHED. 

COMPLETELY REMOVE ALL 

UNDERGROUND CABLING.

BINS TO BE REMOVED 

BY COUNCIL, 

DEMOLISH CONCRETE 

BELOW.

EXISTING AUTHORITY 

SEWER MANHOLE

UNKNOWN 

SERVICE 

COVER
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UNKNOWN 

SERVICE 

COVER

EXISTING IRRIGATION DISTRIBUTION 

BOARD TO BE RELOCATED - REFER TO 

A201 FOR NEW LOCATION.

EXISTING ELECTRICAL METERS 

TO BE RELOCATED - REFER TO 

ELECTRICAL DOCUMENTATION 

FOR DETAILS. 

EXISTING MAIN SWITCHBOARD  

TO BE DEMOLISHED - REFER TO 

ELECTRICAL DOCUMENTATION 

FOR DETAILS. 

EXISTING OVAL SWITCHBOARD  

TO BE DEMOLISHED -  CIRCUITS 

TO BE RELOCATED TO NEW 

SWITCHBOARD - REFER TO 

ELECTRICAL DOCUMENTATION 

FOR DETAILS. 

EXISTING SWITCHBOARD  TO BE 

DEMOLISHED - REFER TO 

ELECTRICAL DOCUMENTATION 

FOR DETAILS. 

EXISTING DRINKING 

FOUNTAIN TO BE 

REMOVED AND SAFELY 

STORED FOR RELOCATION 

- REFER TO A101 FOR NEW 

LOCATION.

EXISTING DOWNPIPE AND PIT 

TO BE DEMOLISHED.

EXISTING 170LT GAS HOT 

WATER UNIT TO REMAIN -

TEMPORARILY DISCONNECT 

DURING WORKS AND 

RECONNECT AT 

COMMISSIONING STAGE -

REFER TO HYDRAULICS 

DOCUMENTATION FOR 

DETAILS. 

EXISTING PIT AND PIPES TO 

BE REMOVED IN 

PREPARATION FOR NEW 

SEWER CONNECTION. 

REFER TO HYDRAULIC 

ENGINEERS DRAWINGS. 

EXISTING 

DOWNPIPES TO 

BE DEMOLISHED. 

EXISTING DOWNPIPES, 

PIPES AND PITS TO BE 

DEMOLISHED. 

EX.C
OL

EX.C
OL

EX.C
OL

EX.C
OL
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OL

EX.C
OL
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OL

EXISTING COLUMNS 

TO BE DEMOLISHED.
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OL

EX.C
OL

EX.C
OL

EX.C
OL

EX.C
OL
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OL

EX.C
OL

EX.C
OL

EXISTING DOWNPIPE 

TO BE DEMOLISHED.

EXISTING DOWNPIPE TO BE 

DEMOLISHED.

EXISTING CONCRETE PAVEMENT 

TO BE DEMOLISHED.

EXISTING CONCRETE 

PAVEMENT TO BE 

DEMOLISHED.

EXISTING CONCRETE 

PAVEMENT TO BE 

DEMOLISHED.

EXISTING COLUMNS AND 

FOOTINGS TO BE  

DEMOLISHED.

EXISTING 

DOWNPIPES TO BE 

DEMOLISHED. 

EXISTING BENCH TO BE 

DEMOLISHED.

DEMOLISH ALL JOINERY, INTERNAL 

WALLS, EXTERNAL WALLS,

CEILINGS, FLOOR COVERINGS, 

STRUCTURAL SLAB AND FOOTINGS 

INCLUDING ALL IN-GROUND SERVICES. 

EXISTING  BUILDING SIGN TO BE 

REMOVED AND SAFELY STORED 

DURING WORKS FOR RE- INSTATEMENT 

ON NEW BUILDING FACADE - REFER TO 

A400 SERIES FOR NEW LOCATION.

EXISTING RAMP TO BE 

DEMOLISHED.

DEMOLISH EXISTING DOOR 

AND FRAME AND PREPARE 

FOR NEW DOUBLE BRICK 

WALL. 

EXISTING JOINERY 

TO BE 

DEMOLISHED. 
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LINE OF EXISTING CANOPY 

ABOVE TO BE DEMOLISHED. 

LINE OF EXISTING CANOPY 

ABOVE TO BE DEMOLISHED. 

RL 113.400

PLAYER 

LOBBY

EXISTING CHAINWIRE MESH 

TO BE DEMOLISHED.

EXISTING SHED TO BE 

DEMOLISHED.

EXISTING SERVICE DUCT CONCRETE 

SLAB TO BE DEMOLISHED.

S
IT

E
 B

O
U

N
D

A
R

Y

EXISTING TIMBER PALING 

FENCE TO BE RETAINED. 

EX. TREE

EX TREE - DEMO

EX TREE - DEMO

STORE

1

1

2

2
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3
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4
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A A

B B

C C

D D

EXISTING BENCH TO BE 

DEMOLISHED.

EXISTING BENCH TO BE DEMOLISHED.

 S
H

E
D

2000

EXISTING STEEL GATE 

TO BE DEMOLISHED.

EXISTING CONCRETE 

PAVEMENT TO BE 

DEMOLISHED.

EXISTING COLUMN TO BE 

DEMOLISHED. PROVIDE TEMPORARY 

PROPPING TO SUPPORT EXISTING 

TRUSS TO BE RETAINED. 

DEMOLISH EXISTING DOOR 

AND FRAME AND PREPARE 

FOR NEW DOUBLE BRICK 

WALL. 

EXISTING CONCRETE SLAB 

TO BE DEMOLISHED IN 

PREPARATION FOR THE 

PROPOSED WORKS.

EXISTING DOOR 

AND FRAME TO BE 

DEMOLISHED.

NOM.

320

10
20

93
82

EXISTING WALL PORTION TO BE DEMOLISHED TO 

2100AFFL TO CREATE NEW DOOR OPENING. 

INSTALL NEW DOOR LINTEL IN ACCORDANCE WITH 

STRUCTURAL ENGINEERS DRAWINGS. 

TRENCHING IN EXISTING SLAB FOR 

NEW FLOOR WASTE. REFER TO 

HYDRAULICS ENGINEERS DRAWINGS 

FOR DETAILS. 

EXISTING GAS STORAGE HOT 

WATER UNIT TO BE REMOVED 

AND RETURNED TO COUNCIL -

REFER TO HYDRAULIC 

ENGINEERS DRAWINGS FOR 

DETAILS. 

EXISTING COLUMNS AND 

FOOTINGS SUPPORTING EXISTING 

CANOPY TO BE COMPLETELY 

DEMOLISHED.

EXISTING COLUMNS AND 

FOOTINGS SUPPORTING EXISTING 

CANOPY TO BE COMPLETELY 

DEMOLISHED.

EXISTING COLUMNS AND 

FOOTINGS SUPPORTING EXISTING 

CANOPY TO BE COMPLETELY 

DEMOLISHED.

EXISTING COLUMNS AND 

FOOTINGS SUPPORTING EXISTING 

CANOPY TO BE COMPLETELY 

DEMOLISHED.

EXISTING COLUMNS AND 

FOOTINGS SUPPORTING EXISTING 

CANOPY TO BE COMPLETELY 

DEMOLISHED.

EXISTING SEWER MAIN CONTINUES 

INTO EXISTING BUILDING. REFER TO 

HYDRAULIC ENGINEER'S DRAWINGS 

FOR CONNECTION DETAILS.

TBM

WATER METERS

GAS METERS

DEMOLITION NOTES

GENERAL DEMOLITION NOTES - APPLIES TO SITE

NOTE 1:

ALL DEMOLITION ITEMS MUST BE REMOVED FROM SITE AND DISPOSED OF 

LEGALLY.

NOTE 2:

COMPLETELY REMOVE AND DISCARD REDUNDANT SERVICES, INCLUDING ALL 

ASSOCIATED UNDERGROUND SERVICES.

NOTE 3:

REFER TO CIVIL AND LANDSCAPE DOCUMENTATION FOR FINAL SITE LEVELS.

CONTRACTOR TO RE-LEVEL AND SHAPE SITE TO ACHIEVE NEW LEVELS.

NOTE 4:

ALL EXTERNAL LIGHTING WITHIN THE SITE TO REMAIN SHALL BE REWIRED TO 

SITE DISTRIBUTION BOARD AND WITH A NEW CIRCUIT FOR GENERAL LIGHTING.

NOTE 5:

ALL EXTERNAL LIGHTING OUTSIDE OF THE SITE BOUNDARY, OWNED BY THE 

RELEVANT ELECTRICAL AUTHORITY IS TO BE RETAINED AND PROTECTED 

DURING WORKS.

WARNING

ALL ASBESTOS AND OTHER HAZARDOUS MATERIALS ARE TO BE REMOVED 

FROM SITE BY A CLASS A LICENCED ASBESTOS REMOVAL CONTRACTOR . 

REFER TO PROJECT PRELIMINARIES AND HAZARDOUS MATERIALS REPORT 

APPENDED TO THE ARCHITECTURAL SPECIFICATION.

INSPECTION OF THE SITE

THE HEAD CONTRACTOR AND THEIR SUBCONTRACTORS SHALL UNDERTAKE A

DETAILED INSPECTION OF THE SITE AND SURROUNDINGS TO VERIFY THE

EXTENT OF WORKS.

THE CONTRACTOR SHALL BE DEEMED TO HAVE INSPECTED THE SITE PRIOR TO

LODGING THEIR TENDER AND;

1. EXAMINED ALL THE INFORMATION MADE AVAILABLE TO IT, OR THAT COULD

BE REASONABLY OBTAINED THROUGH ENQUIRY, FOR THE PURPOSE OF

TENDERING, INCLUDING THE DRAWINGS, SPECIFICATION, SCHEDULES,

REPORTS, MAPS, DIAGRAMS AND CONDITIONS OF CONTRACT.

2. EXAMINED ALL INFORMATION RELEVANT TO THE RISKS, CONTINGENCIES,

AND OTHER CIRCUMSTANCES WHICH WOULD AFFECT THE CONTRACT SUM AND

THE DATE FOR PRACTICAL COMPLETION AND WHICH IS OBTAINABLE BY MAKING

REASONABLE ENQUIRIES.

3. EXAMINED THE SITE AND IT'S SURROUNDINGS.

4. INFORMED ITSELF AS FAR AS PRACTICABLE OF ALL RELEVANT PHYSICAL

CONDITIONS ON AND BELOW THE SURFACE OF THE SITE AND THE CLIMATIC

CONDITIONS AT OR NEAR THE SITE.

5. INFORMED ITSELF OF THE AVAILABILITY OF LABOUR AND THE

ACCOMMODATION REQUIRED.

6. SATISFIED ITSELF AS TO THE CORRECTNESS AND SUFFICIENCY OF THE

CONTRACT SUM (INCLUDING THAT THE CONTRACT SUM COVERS THE COST OF

PERFORMING ALL OF THE CONTRACTOR'S OBLIGATIONS UNDER THE

CONTRACT).

THE CONTRACTOR SHALL ALLOW TO DISCONNECT AND MAKE SAFE ALL

SERVICES THAT NEED TO BE TEMPORARILY DISCONNECTED TO FACILITATE

THE DEMOLITION WORKS, AND SHALL ALSO ALLOW TO RECONNECT THE

SERVICES UPON COMPLETION.

SERVICES ADJOINING TO PARTS OF THE BUILDING AND TO THE IMMEDIATE

AREA SHALL BE MAINTAINED FOR THE DURATION OF THE WORKS.

THE CONTRACTOR SHALL ALLOW IN THEIR TENDER TO REDIRECT THE

SERVICES AS NECESSARY IN ORDER TO MAINTAIN CONTINUITY OF SERVICES

AND TO THE IMMEDIATE AREA FOR THE DURATION OF THE DEMOLITION WORKS.

BUILDERS LAYDOWN AREA TO BE WHOLLY WITHIN THE SITE. LOCATION TO BE

AGREED WITH SUPERINTENDENT.

FOR TENDER 
NOT TO  BE  USED  DURING CONSTRUCTION
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GROUND FLOOR
RL 113.400

1

23

EXISTING VERANDAH TO BE DEMOLISHED 

INCLUDING ROOFING, FLASHINGS, 

GUTTERS, DOWNPIPES, ALL STRUCTURAL 

COLUMNS AND FOOTINGS AND SERVICES. 

COMPLETELY REMOVE ALL IN GROUND 

SERVICES AND CUT BACK TO PROPOSED 

BUILDING BOUNDARY.

EXISTING GUTTER AND DOWNPIPES TO BE 

DEMOLISHED IN PREPARATION FOR NEW BOX 

GUTTER  - PROVIDE TEMPORARY DRAINAGE 

DURING DEMOLITION.

EXISTING BENCH TO BE REMOVED. EXISTING DOOR AND 

FRAME TO BE 

DEMOLISHED. .

EXISTING BUILDING 

LIGHTING TO BE 

DEMOLISHED. .

COMPLETELY DEMOLISH BUILDING INCLUDING ALL 

STRUCTURE AND IN-GROUND 

STRUCTURE/SERVICE. ALL SERVICES SHALL BE 

REMOVED AND CUT BACK TO PROPOSED 

BUILDING LINE. 

S
IT

E
 B

O
U

N
D

A
R

Y

EXISTING TIMBER PALING 

FENCE TO BE RETAINED. 

EXISTING CHAINWIRE MESH 

TO BE DEMOLISHED.

EXISTING SHED TO BE 

DEMOLISHED.

EXISTING PIT AND PIPES TO BE 

REMOVED IN PREPARATION FOR 

NEW SEWER CONNECTION.

EXISTING FIBRE CEMENT CLADDING 

TO BE REMOVED IN PREPARATION 

FOR NEW CLADDING. DO NOT LEAVE 

EXPOSED TO THE WEATHER. 

CONTRACTOR WILL BE RESPONSIBLE 

FOR ANY DAMAGE TO INTERNAL 

AREAS OF THE DOG CLUB.

GROUND FLOOR
RL 113.400

EXISTING BUILDING 

SIREN TO BE 

RELOCATED - REFER 

TO ELECTRICAL 

ENGINEERS 

DRAWINGS FOR 

DETAILS. .

EXISTING VERANDAH TO BE DEMOLISHED INCLUDING 

ROOFING, FLASHINGS, GUTTERS, DOWNPIPES, ALL 

STRUCTURAL COLUMNS AND FOOTINGS. COMPLETELY 

REMOVE ALL SUB SURFACE SERVICES AND CUT BACK 

TO PROPOSED BUILDING BOUNDARY.

EXISTING  BUILDING SIGN TO BE 

REMOVED AND SAFELY STORED 

DURING WORKS FOR RE- INSTATEMENT 

ON NEW BUILDING FACADE - REFER TO 

A400 SERIES FOR NEW LOCATION.

EXISTING DOOR AND 

FRAME TO BE 

DEMOLISHED. .

2 3

COMPLETELY DEMOLISH BUILDING 

INCLUDING ALL STRUCTURE AND SUB 

SURFACE STRUCTURE/SERVICE. ALL 

SERVICES SHALL BE REMOVED AND CUT 

BACK TO PROPOSED BUILDING LINE. 

EXISTING STEEL 

BRACING TO BE 

RETAINED. .

EXISTING DRINKING FOUNTAIN TO BE REMOVED AND 

SAFELY STORED FOR RELOCATION - REFER TO A101 

FOR NEW LOCATION.

EXISTING GUTTER AND DOWNPIPES TO 

BE DEMOLISHED IN PREPARATION FOR 

NEW BOX GUTTER  - PROVIDE 

TEMPORARY DRAINAGE DURING 

DEMOLITION.

EXISTING BENCH TO BE REMOVED.

EXISTING IRRIGATION DISTRIBUTION 

BOARD TO BE RELOCATED - REFER TO 

A201 FOR NEW LOCATION.

EXISTING GUTTER AND DOWNPIPES 

TO BE DEMOLISHED IN PREPARATION 

FOR NEW LAPPED FLASHING TO NEW 

BUILDING - PROVIDE TEMPORARY 

DRAINAGE DURING DEMOLITION.

EXISTING BUILDING 

LIGHTING TO BE 

DEMOLISHED. .

EXISTING BUILDING 

LIGHTING TO BE 

DEMOLISHED. .

EXISTING GAS METER -

REFER TO MECHANICAL 

DOCUMENTATION FOR 

RELOCATION DETAILS.

EXISTING DOWNPIPES, 

PIPES AND PITS TO BE 

DEMOLISHED. 

EXISTING FIBRE CEMENT 

CLADDING TO BE REMOVED IN 

PREPARATION FOR NEW 

CLADDING. DO NOT LEAVE 

EXPOSED TO THE WEATHER. 

CONTRACTOR WILL BE 

RESPONSIBLE FOR ANY 

DAMAGE TO INTERNAL AREAS 

OF THE DOG CLUB.

GROUND FLOOR
RL 113.400

BCD

EXISTING VERANDAH TO BE DEMOLISHED INCLUDING 

ROOFING, FLASHINGS, GUTTERS, DOWNPIPES, ALL 

STRUCTURAL COLUMNS AND FOOTINGS. COMPLETELY 

REMOVE ALL SUB SURFACE SERVICES AND CUT BACK 

TO PROPOSED BUILDING BOUNDARY.
EXISTING VERANDAH TO BE DEMOLISHED 

INCLUDING ROOFING, FLASHINGS, 

GUTTERS, DOWNPIPES, ALL STRUCTURAL 

COLUMNS AND FOOTINGS. COMPLETELY 

REMOVE ALL SUB SURFACE SERVICES AND 

CUT BACK TO PROPOSED BUILDING 

BOUNDARY.

EXISTING DRINKING FOUNTAIN TO BE 

REMOVED AND SAFELY STORED FOR 

RELOCATION - REFER TO A101 FOR 

NEW LOCATION.

EXISTING GUTTER AND DOWNPIPES TO BE 

DEMOLISHED IN PREPARATION FOR NEW BOX 

GUTTER  - PROVIDE TEMPORARY DRAINAGE 

DURING DEMOLITION.

EXISTING BENCH TO 

BE REMOVED.

EXISTING IRRIGATION DISTRIBUTION 

BOARD TO BE RELOCATED - REFER TO 

A201 FOR NEW LOCATION.

COL COL COLCOLCOL

EXISTING BENCH TO BE REMOVED. EXISTING DOOR AND 

FRAME TO BE 

DEMOLISHED. .

EXISTING BUILDING 

LIGHTING TO BE 

DEMOLISHED. .

EXISTING BUILDING 

LIGHTING TO BE 

DEMOLISHED. .

EXISTING BENCH TO BE REMOVED.EXISTING DOOR AND 

FRAME TO BE 

DEMOLISHED. .

EXISTING WALL PORTION TO BE 

DEMOLISHED TO 2100AFFL TO CREATE 

NEW DOOR OPENING. INSTALL NEW 

DOOR LINTEL IN ACCORDANCE WITH 

STRUCTURAL ENGINEERS DRAWINGS. 

EXISTING FIBRE CEMENT CLADDING TO 

BE REMOVED IN PREPARATION FOR NEW 

CLADDING. DO NOT LEAVE EXPOSED TO 

THE WEATHER. CONTRACTOR WILL BE 

RESPONSIBLE FOR ANY DAMAGE TO 

INTERNAL AREAS OF THE DOG CLUB.

EXISTING FIBRE CEMENT CLADDING TO 

BE REMOVED IN PREPARATION FOR NEW 

CLADDING AT THE NORTHERN GABLE 

END. DO NOT LEAVE EXPOSED TO THE 

WEATHER. CONTRACTOR WILL BE 

RESPONSIBLE FOR ANY DAMAGE TO 

INTERNAL AREAS OF THE DOG CLUB.

ANY DAMAGE TO AREAS OF THE WORKS TO REMAIN SHALL BE 

MADE GOOD TO THE SATISFACTION OF THE SUPERINTENDENT 

AT THE CONTRACTORS EXPENSE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL 

DEMOLITION REQUIRED TO SATISFACTORILY ACHIEVE THE 

NEW WOKS AND DESIGN INTENT OF THE CONTRACT 

DOCUMENTS.

ALL DEMOLITION ITEMS MUST BE REMOVED FROM SITE AND 

DISPOSED OF LEGALLY UNLESS NOTED OTHERWISE.

COMPLETELY REMOVE AND DISCARD REDUNDANT SERVICES 

OR CAP SERVICES TO BE REUSED IN NEW WORKS.

REDUNDANT STRUCTURAL COLUMNS ALONG WEST FACADE TO 

BE REMOVED.  REFER TO STRUCTURAL ENGINEERS 

DOCUMENTATION FOR DETAILS.

GENERAL NOTES

EXTENT OF DEMOLITION WORKS.

EXTENT OF CONCRETE DEMOLITION 

WORKS.
EXTENT OF BITUMEN DEMOLITION WORKS.

EXTENT OF GARDEN/GRASSED AREA 

DEMOLITION WORKS.

THIS DRAWING MUST BE PRINTED IN COLOUR.

EXTENT OF EXISTING WORKS NOT PART 

OF SCOPE.  REFER TO DRAWINGS.

UNDERGROUND SERVICE - TELSTRA

UNDERGROUND SERVICE - WATER

UNDERGROUND SERVICE - STORM WATER

UNDERGROUND SERVICE - SEWER

UNDERGROUND SERVICE - ELECTRIC

UNDERGROUND SERVICE - GAS

SURVEYORS BENCHMARK

THIS DRAWING MUST BE PRINTED IN COLOUR.

NOTE:

BEWARE OF UNDERGROUND SERVICES

NOTE:

DEPTH AND LOCATE ALL IN-GROUND SERVICES ON SITE. CONTRACTOR 

TO ARRANGE AND PAY A SERVICES LOCATING COMPANY TO SCAN THE 

GROUND AND POT HOLE TO CONFIRM LOCATIONS AND DEPTHS. REFER 

TO PRELIMINARIES SECTION 00100.

DEMOLITION NOTES

GENERAL DEMOLITION NOTES - APPLIES TO SITE

NOTE 1:

ALL DEMOLITION ITEMS MUST BE REMOVED FROM SITE AND DISPOSED OF 

LEGALLY.

NOTE 2:

COMPLETELY REMOVE AND DISCARD REDUNDANT SERVICES, INCLUDING ALL 

ASSOCIATED UNDERGROUND SERVICES.

NOTE 3:

REFER TO CIVIL AND LANDSCAPE DOCUMENTATION FOR FINAL SITE LEVELS.

CONTRACTOR TO RE-LEVEL AND SHAPE SITE TO ACHIEVE NEW LEVELS.

NOTE 4:

ALL EXTERNAL LIGHTING WITHIN THE SITE TO REMAIN SHALL BE REWIRED TO 

SITE DISTRIBUTION BOARD AND WITH A NEW CIRCUIT FOR GENERAL LIGHTING.

NOTE 5:

ALL EXTERNAL LIGHTING OUTSIDE OF THE SITE BOUNDARY, OWNED BY THE 

RELEVANT ELECTRICAL AUTHORITY IS TO BE RETAINED AND PROTECTED 

DURING WORKS.

WARNING

ALL ASBESTOS AND OTHER HAZARDOUS MATERIALS ARE TO BE REMOVED 

FROM SITE BY A CLASS A LICENCED ASBESTOS REMOVAL CONTRACTOR . 

REFER TO PROJECT PRELIMINARIES AND HAZARDOUS MATERIALS REPORT 

APPENDED TO THE ARCHITECTURAL SPECIFICATION.

INSPECTION OF THE SITE

THE HEAD CONTRACTOR AND THEIR SUBCONTRACTORS SHALL UNDERTAKE A

DETAILED INSPECTION OF THE SITE AND SURROUNDINGS TO VERIFY THE

EXTENT OF WORKS.

THE CONTRACTOR SHALL BE DEEMED TO HAVE INSPECTED THE SITE PRIOR TO

LODGING THEIR TENDER AND;

1. EXAMINED ALL THE INFORMATION MADE AVAILABLE TO IT, OR THAT COULD

BE REASONABLY OBTAINED THROUGH ENQUIRY, FOR THE PURPOSE OF

TENDERING, INCLUDING THE DRAWINGS, SPECIFICATION, SCHEDULES,

REPORTS, MAPS, DIAGRAMS AND CONDITIONS OF CONTRACT.

2. EXAMINED ALL INFORMATION RELEVANT TO THE RISKS, CONTINGENCIES,

AND OTHER CIRCUMSTANCES WHICH WOULD AFFECT THE CONTRACT SUM AND

THE DATE FOR PRACTICAL COMPLETION AND WHICH IS OBTAINABLE BY MAKING

REASONABLE ENQUIRIES.

3. EXAMINED THE SITE AND IT'S SURROUNDINGS.

4. INFORMED ITSELF AS FAR AS PRACTICABLE OF ALL RELEVANT PHYSICAL

CONDITIONS ON AND BELOW THE SURFACE OF THE SITE AND THE CLIMATIC

CONDITIONS AT OR NEAR THE SITE.

5. INFORMED ITSELF OF THE AVAILABILITY OF LABOUR AND THE

ACCOMMODATION REQUIRED.

6. SATISFIED ITSELF AS TO THE CORRECTNESS AND SUFFICIENCY OF THE

CONTRACT SUM (INCLUDING THAT THE CONTRACT SUM COVERS THE COST OF

PERFORMING ALL OF THE CONTRACTOR'S OBLIGATIONS UNDER THE

CONTRACT).

THE CONTRACTOR SHALL ALLOW TO DISCONNECT AND MAKE SAFE ALL

SERVICES THAT NEED TO BE TEMPORARILY DISCONNECTED TO FACILITATE

THE DEMOLITION WORKS, AND SHALL ALSO ALLOW TO RECONNECT THE

SERVICES UPON COMPLETION.

SERVICES ADJOINING TO PARTS OF THE BUILDING AND TO THE IMMEDIATE

AREA SHALL BE MAINTAINED FOR THE DURATION OF THE WORKS.

THE CONTRACTOR SHALL ALLOW IN THEIR TENDER TO REDIRECT THE

SERVICES AS NECESSARY IN ORDER TO MAINTAIN CONTINUITY OF SERVICES

AND TO THE IMMEDIATE AREA FOR THE DURATION OF THE DEMOLITION WORKS.

BUILDERS LAYDOWN AREA TO BE WHOLLY WITHIN THE SITE. LOCATION TO BE

AGREED WITH SUPERINTENDENT.

FOR TENDER 
NOT TO  BE  USED  DURING CONSTRUCTION
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Use figured dimensions only. Do not scale from drawings.
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for copies of drawings issued electronically.
The completion of the Issue Details Checked and 
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SIDE ENTRY 
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NO. 10

WILLIAM ROAD

RELOCATED 

DRINKING 

FOUNTAIN

NEW 2000LT BELOW GROUND 

GREASE TRAP -  REFER TO 

HYDRAULIC ENGINEERING 

DOCUMENTATION FOR DETAILS.

EXISTING DOG CLUBPROPOSED 

CRICKET/SOCCER CLUB

PROPOSED 

CRICKET/SOCCER CLUB

NEW COVERED 

SPECTATOR SPACE
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00
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00
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NEW ACCESSIBLE PARKING AND 
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PIT

PIT PIT

PIT

EXISTING PIT - REFER TO CIVIL 

ENGINEERS DRAWINGS FOR 

DETAILS. 

EXISTING FENCE -

SHOWN DASHED. 

RL 113.315

NEW GAS METER TO 

HYDRAULIC ENGINEERS 

DETAILS. 

NEW WATER METER TO 

HYDRAULIC ENGINEERS 

DETAILS. 

BOL-01
BOL-01

BOL-01

BOL-01

BOL-01

PROPOSED GARDEN BED

PROPOSED CONCRETE PAVEMENT

LEGEND

EXISTING ASPHALT SURFACE

EXISTING TREE TO BE 

PROTECTED DURING 

WORKS.  

PROPOSED LANDSCAPING (BY 

COUNCIL) CONTRACTOR SHALL 

CLEAR AREA IN PREPARATION FOR 

LANDSCAPING. 

CONSTRUCTION JOINTS AS PER 

CIVIL ENGINEERING DETAILS. 

EXTENT OF EXISTING BUILDING, NOT  

PART OF THIS SCOPE.

STORMWATER PIT - REFER CIVIL 

ENGINEERING DETAILS. 

THIS DRAWING MUST BE PRINTED IN COLOUR.

PROPOSED GRASSED AREA
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STEP STEP IN SLAB.  REFER TO DRAWINGS 

FOR ASSOCIATED LEVELS.

1. REFER TO STRUCTURAL ENGINEERS 

DOCUMENTATION FOR FULL DETAILS ON CONCRETE 

PROFILES AND STRUCTURAL SIZING.

2. REFER TO SERVICE ENGINEERS DOCUMENTATION 

FOR CONFIRMATION OF ALL SERVICE PENETRATION 

SIZES, REQUIREMENTS AND SETOUTS.

3. PENETRATION SIZES LESS THAN 100mm DIAMETER 

NOT SHOWN FOR CLARITY.
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MATERIAL REFERENCE

(REFER PRODUCT AND MATERIAL 

SCHEDULE FOR DETAILS)
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WALL SCHEDULE

MXX

CONCRETE BLOCKWORK.

PXX

PARTITION WALL TYPES (REFER A901 FOR DETAILS)

ENSURE FC LININGS ARE TO WET AREAS AND CEILINGS.

ALL WALL DIMENSIONS ARE STUD OR CORE DIMENSIONS OF 

WALL, NOT FROM FINISHED FACE TO FINISHED FACE.

EXTERNAL WALL FINISHES / TREATMENTS ARE TAGGED ON 

THE ELEVATIONS.
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GROUND FLOOR
RL 113.400

MALE TOILET
0.15

39
6

24
04

40
0

BA-04

FEP

01
FSK

02 15
0

WFC

03

PNT

01

CON

01
SELECTED 

CONCRETE 

FINISH. 

WFC

01
SELECTED 

FIBRE CEMENT  

PANELS. 

400 X 400 REINFORCED 

PRECAST CONCRETE BEAM 

TO STRUCTURAL ENGINEERS 

DETAILS. FINISH WITH CON-01 

- REFER TO PRODUCT AND 

MATERIALS SCHEDULE FOR 

DETAILS. 

CON

01

FCO

02

PROPRIETARY 

ROOF TRUSS
CE-01

2700

INS

02

INS

02

FALL

SETDOWN TO CONCRETE 

SLAB AS DETAILED ON A251 -

SCREED (SC-01 TO FLOOR 

WASTES)

ABLEFLEX 

EXPANSION 

JOINT FILLER.

TIMBER 120x45 MGP10 

PURLINS @600 CTRS. 

TRANSVERSE 

BLOCKING BETWEEN 

PURLINS @1500 CTRS.

11

A601

12

A601

WFC

01

RFG

01

COLOURBOND EAVES GUTTER AS 

SPECIFIED - REFER TO HYDRAULICS 

ENGINEERS DETAILS. 
9°

RMT

01

MI-01

1

A602

BLINDING 

CONCRETE AS 

REQUIRED. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

WTC

01

WTC

01

CHANGE 4
0.12

WMT

01
WFC

03

PNT

01

RMT

02

RBC

01

FCO

02
FEP

01

FSK

02

SELECTED METAL 

WALL CLADDING.

BARGE CAPPING AS 

SPECIFIED. COLOUR TO 

MATCH WALL COLOUR. 

INS

03

CE-01

2700

ABLEFLEX EXPANSION JOINT 

FILLER. CAULK JOINT WITH 

POLYURETHANE SEALANT-

TYPICAL.

TIMBER 120x45 MGP10 PURLINS 

@600 CTRS. TRANSVERSE 

BLOCKING BETWEEN PURLINS 

@1500 CTRS. 

PROPRIETARY ROOF 

TRUSS. 

BLINDING 

CONCRETE AS 

REQUIRED. 

2

A601

6

A601

SOCIAL SPACE
0.25

5

CON

01

AG DRAIN TO CIVIL 

ENGINEERS DETAILS. 

CON

01

32
00

FCP

01

FALL

STRUCTURAL BEAM 

BEYOND

400 x400 PRECAST CONCRETE BEAM 

TO STRUCTURAL ENG. DETAILS

DRIP EDGE DETAIL INSET TO 

PRECAST BEAM
CE-01
RAKE

CE-05

2744

RFG

01
13°

RMT

01

40
0

24
00

40
0

BLINDING 

CONCRETE AS 

REQUIRED. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

5

COVERED 

SPECTATOR 

SPACE

COL.

CON

01

FCO

02

DOWNPIPE TO 

STORMWATER 

CONNECTION 

400 x400 PRECAST CONCRETE BEAM 

TO STRUCTURAL ENG. DETAILS

CON

01

CON

01

CONCRETE PAVING TO 

CIVIL ENGINEERS DETAILS. 

FALL

NEW GRASSED MOUNDING 

TO MEET NEW LEVELS. 

DRIP EDGE DETAIL INSET TO 

PRECAST BEAM

Sim
2

A601

CE-01
RAKE

REINFORCED CONCRETE 

FOOTING BEYOND TO 

STRUCTURAL ENGINEERS 

DETAILS. 

BLINDING BEYOND AS 

REQUIRED. 

SOCIAL SPACE
0.25

MEETING ROOM
0.23

WFC

01

WFC

02

0.23
01

13°

WALL MOUNTED TV UNITS 

TO A/V CONSULTANTS 

DETAILS. 

PROVIDE POWERPOINTS 

BEHIND TV UNITS. 

INS

03

RAKED CEILING - REFER TO 

A301 FOR DETAILS. 

WALL SUPPLY GRILLE TO 

MECHANICAL ENGINEERS 

DETAILS. 

PNT

05

FCP

01

FCP

01

CEILING VOID SPACE

CE-02
RAKE

60
0

21
00

STEED STUDS AT 300 C/S.

CE-02

2700

STRUCTURAL BEAM WITH 

DROPPER BEYOND - REFER 

TO STRUCTURAL 

ENGINEERS DRAWINGS 

FOR DETAILS. 

CEILING JOISTS FIXED OFF 

150PFC - REFER TO 

STRUCTURAL ENGINEERS 

DRAWINGS FOR DETAILS. 

INSULATED DUCTWORK TO 

MECHANICAL ENGINEERS 

DETAILS. 

BLINDING 

CONCRETE AS 

REQUIRED. 

SLIDING DOOR AS PER AS 

PER A661.
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B

WBL

01

WMT

01

RMT

01

ACC
0.34

FEMALE TOILET
0.16

NEW BLOCKWORK 

FIREWALL TO EXTEND TO 

UNDERSIDE OF ROOF 

SHEET AND SEALED WITH 

FIRE RATED MASTIC (FP-01)

APRON FLASHING WITH 

150MM MIN. OVERLAP - FIX 

TO ROOF AT 500 C/S.

CLAD OVER EXISTING WALL WITH WMT-01 0N 

FURRING CHANNELS AS SPECIFIED. INSTALL 3 

NO. LAYERS OF MR FIRE RATED PLASTER 

BOARD TO ACHIEVE 90/90/90 FIRE RATING( 

CSR 941). PROVIDE INFILL SUPPORT 

STUDWORK AS REQUIRED.  

RBC

01

NEW BARGE CAPPING OVER 

EXISTING ROOFING. 

INS

03

FEP

01

SETDOWN TO CONCRETE 

SLAB AS DETAILED ON 

A251 - SCREED (SC-01 TO 

FLOOR WASTES)

FSK

02

15
0

CE-01

2700

PNT

01

WTC

01

BLINDING 

CONCRETE AS 

REQUIRED. 

GROUND FLOOR
RL 113.400

C

FIRST AID
0.03

MAIN HALL
0.30

EXISTING STRUCTURAL BRACING 

WITH INFILL GIRTS AS PER 

STRUCTURAL DRAWINGS.  

WMT

01
CLAD OVER EXISTING WALL WITH WMT-01 

0N FURRING CHANNELS AS SPECIFIED. 

INSTALL 3 NO. LAYERS OF MR FIRE 

RATED PLASTER BOARD TO ACHIEVE 

90/90/90 FIRE RATING( CSR 941). PROVIDE 

INFILL SUPPORT STUDWORK AS 

REQUIRED.  

EXISTING BUILDING

RMT

02

APRON FLASHING WITH 150MM 

MIN. OVERLAP - FIX TO ROOF 

AT 500 C/S.

MECHANICAL EXHAUST -

REFER TO MECHANICAL 

ENGINEERS DRAWINGS FOR 

DETAILS. 

NEW BLOCKWORK FIREWALL TO EXTEND TO 

UNDERSIDE OF ROOF SHEET AND SEALED 

WITH FIRE RATED MASTIC (FP-01)

CE-01

2700

LIGHTING REFER TO 

ELECTRICAL ENGINEERS 

DRAWINGS.

NEW INFILL DOUBLE BRICK 

WALL - REFER TO 231 AND A901 

FOR DETAILS. 

CAULK JUNCTION WITH 

EXISTING SOFFIT WITH FIRE 

MASTIC. 

RBC

01
NEW BARGE CAPPING OVER EXISTING 

ROOFING.

INS

03

INS

02

FRE

01

WFC

03

PNT

01

FLASHING OVER ROOFING 

AS PER ROOF PLAN.

VOID

FSK

02

BLINDING 

CONCRETE AS 

REQUIRED. 

REFER TO STRUCTURAL 

ENGINEERS DRAWINGS FOR 

FOOTING DETAILS. 

1

A601

FEMALE
0.32

SERVICE
0.14

CHANGE 4
0.12

2

EXISTING ROOFING  

PURLINS - LOCATION 

NOMINAL.

FIRE RATED WALL TO 

UNDERSIDE OF ROOFING. 

CAULK WITH FIRE MASTIC. 

3°

20°

RH-01

JRY-03

JRY-02

PROPRIETARY ROOF 

TRUSS. 

WBL

01PNT

01

PNT

01

CE-01

2700

FEP

01

SLAB THICKENING TO 

STRUCTURAL ENGINEERS 

DETAILS. 

PROPOSED PURLINS FIXED 

OFF EXISTING STRUCTURE -

REFER TO STRUCTURAL 

ENGINEERS DETAILS. 

BLINDING 

CONCRETE AS 

REQUIRED. 

ABLEFLEX EXPANSION JOINT 

FILLER.

3

A601

4

A601

SOCIAL SPACE
0.25

STORE
0.35

METAL CLADDING AND 

FURRING CHANNEL OVER 

BLOCKWORK WALL.

V
O

ID

RMT

03

3

STUD BRACING 

BACK TO MASONRY 

WALL. 

INS

03

FCP

01

WPB

01

PNT

01

WALL SUPPLY GRILLE TO 

MECHANICAL ENGINEERS 

DETAILS. 

PNT

05

CE-02

2800
P50 SHADOWLINE AS 

SPECIFIED. 

13°

RBC

01

CE-02

2100

600 X 125 BOX GUTTER

20°

FIRE RATED WALL TO 

UNDERSIDE OF ROOFING.

EXISTING ROOF SHEETING TO BE

LIFTED TO ALLOW NEW SHEETING TO 

BE UNDERLAPPED 300MM.

SCRIBE FLASHINGS 

TO ROOF PROFILE. 

CUPBOARD SPACE

8

A601

7

A601

STUD BRACING 

BACK TO MASONRY 

WALL. 

30
0

28
00

INSULATED DUCTWORK TO 

MECHANICAL ENGINEERS 

DETAILS. 

STEED STUDS AT 300 C/S.

SC-02 - BONDED 

SCREED TO FLOOR 

WASTES - REFER TO 

PRODUCT AND 

MATERIALS SCHEDULE 

FOR DETAILS. 

BLINDING 

CONCRETE AS 

REQUIRED. 

DOWNPIPE THROUGH STRIP 

FOOTING BEYOND - REFER TO 

STRUCTURAL ENGINEERS 

DRAWINGS FOR  DETAILS. 

1

CHANGE 3
0.13

JRY-02

JRY-03

RH-01

15
0

WMT

01

3°

RMT

02

RH-01

FCO

02

FEP

01

RFG

01

FALL

FOOT MOULD TO SUIT -

MATCH METAL CLADDING 

COLOUR. 

PROPRIETARY ROOF 

TRUSS. 

PNT

01

WFC

03

INS

02

INS

03

ABLEFLEX EXPANSION 

JOINT FILLER.

SELECTED METAL 

CLADDING.

CE-01

2700

3

A602 SETDOWN TO CONCRETE SLAB 

AS DETAILED ON A251 - SCREED 

(SC-01 TO FLOOR WASTES)

Sim
1

A602

BLINDING 

CONCRETE AS 

REQUIRED. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

FOR TENDER 
NOT TO  BE  USED  DURING CONSTRUCTION

DRAWI�G �	
 REVISI	�

��tes

F
I�

E
 �

A
�

E

The i�f�r�ati�� c��tai�ed i� this d�cu�e�t is c�pyright a�d 
�ay ��t be used �r repr�duced f�r a�y �ther pr�$ect �r 
purp�se


Verify a%% di�e�si��s a�d %eve%s �� site a�d rep�rt a�y 
discrepa�cies t� 
C�(�p f�r directi�� pri�r t� the c���e�ce�e�t �f w�r*

Drawi�gs are t� be read i� c��$u�cti�� with a%% �ther 
c��tract d�cu�e�ts


Use figured di�e�si��s ��%y
 D� ��t sca%e fr�� drawi�gs

C�(�p ca���t guara�tee the accuracy �f c��te�t a�d f�r�at 
f�r c�pies �f drawi�gs issued e%ectr��ica%%y

The c��p%eti�� �f the Issue Detai%s Chec*ed a�d 
Auth�rised secti�� be%�w is c��fir�ati�� �f the status �f the 
drawi�g
 The drawi�g sha%% ��t be used f�r c��structi�� 
u�%ess e�d�rsed 'F�r C��structi��' a�d auth�rised f�r issue


- C	
	P STUDI	 PTY �TD
Registered Busi�ess �a�e AB�  93 167 783 600

D
A

T
E

 P
R

I�
T

E
D

SCA�E

REV DESCRIPTI	� DATE APP

C	(	P STUDI	  
�eve% 78 176 We%%i�gt�� Parade8 East �e%b�ur�e8 
3002
	ffice: ;61 452 281 614
ad�i�@c�(�pstudi�
c��
au 

C�IE�T

PR	?ECT �U�BER

DRAWI�G

PR	?ECT

C
:@
U

s
e
rs

@f
s
a
rc

e
p

u
e
d
e

s
@D

�
c
u
�

e
�
ts

@1
0
0
2
0

5
A
S

i%c
�
c
* 

P
a

v
i%i

�
�

A
C

e
�
tr

a
%A

R
1
9
A
F


S
A

R
C

E
P

U
E

D
E

S

r

v
t

2
3
B1

0
B2

0
1
9
 5

:3
8
:5

0
 P

�

 1 : 20 @ A1

A

SI�C	CC PAVI�I	�

�ar���dah City C�u�ci%

100205

WA�� SECTI	�S

A532

 1 : 20A501

WALL SECTION2
 1 : 20A501

WALL SECTION1
 1 : 20A501

WALL SECTION4
 1 : 20A501

WALL SECTION5
 1 : 20A501

WALL SECTION3

A FOR TENDER 23/10/2019 KC



3

13°

RMT

03

MAIN HALL
0.30

600 X 125 BOX GUTTER

COVERED 

SPECTATOR 

SPACE

WFC

01

SELECTED FIBRE 

CEMENT FEATURE 

CLADDING.

VOID

FCO

02

WBL

01

CUT BACK EXISTING ROOF SHEETING 

AND INSTALL FLASHING. DRESS 

DOWN INTO BOX GUTTER. 

RBC

01
SCRIBE FLASHINGS 

TO ROOF PROFILE. 

FIRE RATED WALL TO 

UNDERSIDE OF ROOFING.

ABLEFLEX 

EXPANSION JOINT 

FILLER.

FALL

CN-01 P50 SHADOWLINE 

AS SPECIFIED. 

PNT

09B

CE-01

2800

9

A601

10

A601

W
F

C
-0

1

41
38PROPRIETARY 'T' -

FLASHING TO 

CHANGE IN FIBRE 

CEMENT CLADDING. 

WFC

02

DOWNPIPE THROUGH STRIP 

FOOTING BEYOND - REFER TO 

STRUCTURAL ENGINEERS 

DRAWINGS FOR  DETAILS. 

SUMP AND DOWNPIPE 

BEYOND TO 

HYDRAULIC 

ENGINEERS DETAILS. 

PARAPET LINING AS 

SPECIFIED. 

RMT

01

BLINDING 

CONCRETE AS 

REQUIRED. 

SC-02 - BONDED SCREED TO 

FLOOR WASTES - REFER TO 

PRODUCT AND MATERIALS 

SCHEDULE FOR DETAILS. 

CUSTOM FABRICATED 

POWDERCOATED 3MM 

ALUMINIUM OVERFLOW 

SPOUT (125 X 200). 

COLOUR TO MATCH 

FACADE COLOUR. 

7

A602

3

UMPIRES 2
0.02

0.02
01

FSK

02

FEP

01

15
0 FALL

WMT

01

EXTERNAL LIGHTING TO 

ELECTRICAL ENGINEERS 

DETAILS. 

PNT

05

WALL SUPPLY GRILLE 

TO MECHANICAL 

ENGINEERS DETAILS. 

RMT

02
3°

RFG

01

FALL

SETDOWN TO CONCRETE SLAB 

AS DETAILED ON A251 - SCREED 

(SC-01 TO FLOOR WASTES)

FCO

02

2

A602

BLINDING 

CONCRETE AS 

REQUIRED. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

GROUND FLOOR
RL 113.400

A

SOCIAL SPACE
0.25

CON

01 FCO

02

CON

01

RMT

01

33
85

COVERED SPECTATOR SPACE

FALL

FCP

01 FSK

0115
0

200

FALL

1:60

NOM. 150EA FIXED TO PRECAST 

BEAM AND SUPPORTING EDGE OF 

SOAKER FLASHING.

SOAKER FLASHING - REFER TO ROOF 

PLAN FOR EXTENT. 

400 x400 PRECAST CONCRETE BEAM 

TO STRUCTURAL ENG. DETAILS

COLORBOND APRON FLASHING. 

COLOUR TO MATCH ROOF COLOUR.

120ASHGRID SPACER AS SPECIFIED. 

NEW GRASSED MOUNDING TO 

MEET NEW LEVELS. 

CONCRETE PAVING TO CIVIL 

ENGINEERS DETAILS. 

CN-01 P50 SHADOWLINE TRIM AT 

JUNCTIONS. 

5

A602

4

A602

ABLEFLEX EXPANSION JOINT FILLER.

BLINDING 

CONCRETE AS 

REQUIRED. 

BLINDING CONCRETE 

AS REQUIRED. 

GROUND FLOOR
RL 113.400

3

MAIN HALL
0.30

WFC

01

FALL

WFC

01

WBL

01
PNT

09B

RAF

01

RMT

03

13°

SCRIBE FLASHINGS 

TO ROOF PROFILE. 

600 X 125 BOX GUTTER

WFC

02

STEEL LINTEL TO 

STRUCTURAL 

ENGINEERS DETAILS. 

PROVIDE NOM. 50 

EQUAL ANGLES FIXED 

TO EXISTING BUILDING 

AND NEW BLOCK WALL 

FOR SOFFIT SUPPORT.  

WBL

01

1

A761

PNT

09D

PNT

09A

Sim
3

A601

CE-01

2800

COVERED 

SPECTATOR 

SPACE

NEW BENCH SEATING.

JRY-13

STRUCTURAL TIE BEAM 

TO STRUCTURAL 

ENGINEERS DETAILS. 

PARAPET LINING AS 

SPECIFIED. 

RMT

01

SUMP AND 

DOWNPIPE BEYOND

BLINDING 

CONCRETE AS 

REQUIRED. 
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2

3°

3°

EXISTING ROOFING CUT BACK FOR INSTALLATION 

OF NEW FLASHING UNDER EXISTING ROOF TRAY. 

FIX BACK EXISTING PURLINS.

EXISTING ROOFING  

PURLINS - LOCATION 

NOMINAL.

NEW FLASHING - SCRIBE 

FLASHING OVER NEW 

ROOFING PROFILE

EXISTING DOUBLE BRICK 

WALL.

PROPOSED PURLINS FIXED OFF 

EXISTING STRUCTURE - REFER TO 

STRUCTURAL ENGINEERS DETAILS. 

FIRE RATED WALL TO UNDERSIDE OF 

ROOFING. CAULK BOTH SIDES WITH FIRE 

RATED CAULKING. 

RMT

02

20° EXISTING ROOF FALL

NEW STUB COLUMN TO 

EXISTING TRUSSES - REFER TO 

STRUCTURAL ENGINEERS 

DRAWINGS FOR DETAILS. 

M12 RAMSET CHEMSET INJECTION 

REFER TO STRUCTURAL ENGINEERS 

DOCUMENTATION FOR DETAILS.

GROUT TOP OF BLOCK AS REQUIRED TO 

MEET UNDERSIDE OF ROOF SHEETING.
RMT

03

METAL CLADDING AND 

FURRING CHANNEL OVER 

BLOCKWORK WALL.

600 X 125 BOX GUTTER TO 

HYDRAULIC ENGINEERS DETAILS. 

3

EXISTING ROOF FALL 20°

SUMP BEYOND

CUT BACK EXISTING ROOF SHEETING 

AND INSTALL FLASHING. DRESS 

DOWN INTO BOX GUTTER. 

90 X 45 MGP10 TREATED TIMBER BATTENS @ 

450 CTRS ON 75 X 75 X 3 GALVANISED STEEL 

ANGLES - CHEMSET INTO MASONRY WALLS. 

50

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

18mm THICK MARINE PLY BOND A.

SELECTED METAL CLADDING 

AND FURRING CHANNEL OVER 

BLOCKWORK WALL.

3

SCRIBE CAPPING FLASHING TO

SPANDEK PROFILE.

SCRIBE CAPPING FLASHING TO

SPANDEK PROFILE.

RBC

01

15
0

COLORBOND PARAPET 

FLASHING FALL TO ROOF.

250

EPDM CLOSED CELL 

STRIP - TYPICAL.

SELECTED COLORBOND 

ROOF PROFILE.

DASHED LINE DENOTES 

EXTENT OF SARKING. 

SOCIAL SPACE
0.25

40
0CON

01

CE-01
RAKE

5

400 x400 PRECAST CONCRETE BEAM 

TO STRUCTURAL ENG. DETAILS.

FINISH AS SCHEDULED IN 

SPECIFICATION.

ALUMINIUM FRAMED GLAZING 

SYSTEM AS SCHEDULED

RAKING SUSPENDED 

CEILING LINING AS 

SPECIFIED

13° FALL

RAFTER BEAM TO STRUCTURAL 

ENG. DETAILS

METAL DECK 

ROOFING AS 

SPECIFIED

120ASHGRID SPACER 

AS SPECIFIED. 

DRIP EDGE DETAIL INSET TO 

PRECAST BEAM10MM SHADOWGAP AS 

SPECIFIED. 

PROVIDE WHITE 

POWDERCOATED 3MM 

ALUMINIUM TRIM TO SOFFIT 

BOARD EDGE. SOFFIT BOARD WITH FIBRE CEMENT 

CEILING AS SPECIFIED. PROVIDE 

P50 SHADOWLINE AT WINDOW 

JUNCTION.

RFG

01

CE-05

2744

50

CAST IN PLATE TO 

STRUCTURAL ENGINEERS 

DETAILS. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

RIGID INSULATION CONTINUED UP 

INSIDE FACE OF CONCRETE BEAM 

REFER TO SCHEDULES FOR DETAILS

GROUND FLOOR
RL 113.400

SOCIAL SPACE
0.25

5

NEW GRASSED MOUNDING TO 

MEET NEW LEVELS. 

FLASHING ANGLE OVER MEMBRANE. 

DOUBLE TAPE MEMBRANE TO WALL. 

CONCRETE HOB WITH SELECTED 

FINISH. REFER TO STRUCTURAL 

ENGINEERS DETAILS FOR 

REINFORCEMENT DETAILS. 

CON

01

FCP

01

15
0

FSK

01

CON

01

JRY-13

DOUBLE GLAZING AS 

SPECIFIED. 

ALUMINIUM GLAZING 

SUITE AS SPECIFIED. 

3MM WHITE ALUMINIUM SILL OVER 

INSULATED PLASTERBOARD 

BELOW. 
Sim

2

A761

INS

04

PNT

01

GLS

01

GLX

01

ALUMINIUM SILL OVER 

CONCRETE HOB BELOW. 

DRIP EDGE DETAIL 

INSET TO PRECAST 

BEAM.

CUSTOM FLASHING ANGLE. 

COLOUR TO MATCH 

ADJACENT FACADE. 

20

PACKING AS 

REQUIRED. 

SELECTED FIBRE 

CEMENT CLADDING. 

400 X 400 PRECAST BEAM 

TO STRUCTURAL 

ENGINEERS DETAILS. 

GROUND FLOOR
RL 113.400

CON

01

40
0

30

HARDIE EDGE BASE TRIM -

COLOUR TO MATCH FACADE.

DASHED LINE DENOTES LINE 

OF SARKING. 

SELECTED CONCRETE 

FINISH. 

WFC

03

FIBRE CEMENT SHEETING 

WITH SELECTED PAINT 

FINISH. 

FSK

02

COVED EPOXY FLOORING 

AS SPECIFIED. 

10

CUSTOM 0.55MM THICK FOOT 

MOULD. COLOUR TO MATCH 

ADJACENT WALL. 

SELECTED FIBRE 

CEMENT SHEETING. 

CON

01

WFC

01
PNT

09A

APPLY SELECTED RENDER 

FINISH TO BASE OF BLOCK 

WALL.

WFC

02

WFC

01

PROPRIETARY 'T' -

FLASHING TO CHANGE 

IN FIBRE CEMENT 

CLADDING. 

WPB

01

WFC

01

HALF ROUND SQUARE 

MOULDING - TYPICAL TO 

CHANGE IN FIBRE CEMENT 

PROFILE. 

SELECTED FIBRE CEMENT 

SHEETING WITH 133MM 

GROOVELINES. PAINT WHITE 

PNT-09B.

25

40

GROUND FLOOR
RL 113.400

FCP

01

WFC

01
SELECTED FIBRE 

CEMENT SHEETING. 

PNT

09B

20

20

NON SHRINK GROUT TO MATCH 

CON-01 FINISH.

PROVIDE SAMPLES TO 

ARCHITECT FOR APPROVAL. 

BACKING ROD AND INFILL 

SEALANT TO MATCH CON-01
15

45
.0

0° 45.00°

40
0

20

CON

01
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RFG

01

50
RMT

01

CON

01

GUTTER BRACKETS AT 900 

CENTRES. BRACKET COLOUR 

TO MATCH GUTTER.

9°

TIMBER PURLINS

TOPSPAN 40 ROOFING 

BATTEN. 

PROPREITARY ROOF 

TRUSS TO STRUCTURAL 

ENGINEERS DETAILS. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

PROFILED TIMBER PACKER

3

453

HORIZONTAL LOUVRES INSTALLED AS PER 

MANUFACTURERS SPECIFICATIONS - REFER 

TO A801 DOOR SCHEDULE FOR DETAILS

PACKING AS REQUIRED

PACKING AS REQUIRED

50x50x3mm THICK ALUMINIUM ANGLE 

POWDERCOATED TO MATCH WALL 

CLADDING, TYPICAL

WALL INSULATION AS SPECIFIED 

REFER TO SCHEDULE FOR DETAILS

EXTERNALINTERNAL

15
38

15

3

CAULK ALL SIDES WITH POLYURETHANE 

SEALANT - SIKAFLEX 11FC COLOUR TO 

MATCH LOUVRES

SS 304 - STAINLESS STEEL 

VERMIN PROOF MESH

POWDERCOATED ALUMINIUM 

ANGLE COLOUR TO MATCH 

LOUVRE SYSTEM 

TYPICAL 45mm THICK DOOR LEAF 

INDICATED. REFER TO A801 DOOR 

SCHEDULE FOR DETAILS ON DOOR LEAF 

AND ASSOCIATED LOUVRE SYSTEM 

DOUBLE REBATED STEEL DOOR FRAME. 

DOOR REBATE TO DOOR LEAF PLUS 3mm

CAULK ALL SIDES WITH 

POLYURETHANE SEALANT -

SIKAFLEX 11FC COLOUR TO 

MATCH LOUVRES

CAULK ALL SIDES WITH 

POLYURETHANE SEALANT -

SIKAFLEX 11FC COLOUR TO 

MATCH LOUVRES

FRPB

01
WMT

01

GROUND FLOOR
RL 113.400

1

FOOT MOULD TO SUIT - MATCH 

METAL CLADDING COLOUR. 

SELECTED 

CONCRETE FINISH. 

75

N
O

M

20

WMT

01
SELECTED METAL 

SHEET CLADDING.

CONCRETE HOB TO 

STRUCTURAL ENGINEERS 

DETAILS. 

SCREED TO FLOOR WASTES 

AS SPECIFIED. 
CON

01

COVED VINYL SKIRTING AS 

SPECIFIED. 

GROUND FLOOR
RL 113.400

A

ALUMINIUM SILL OVER 

CONCRETE HOB BELOW. 

3MM WHITE ALUMINIUM SILL OVER 

INSULATED PLASTERBOARD 

BELOW. 

INS

04

FSK

01

PNT

01

CON

01

FALL

ABLEFLEX EXPANSION JOINT 

FILLER.

CONCRETE HOB WITH SELECTED 

FINISH. REFER TO STRUCTURAL 

ENGINEERS DETAILS FOR 

REINFORCEMENT DETAILS. 

GLS

01

GLX

01

DOUBLE GLAZING AS 

SPECIFIED. 

ALUMINIUM GLAZING 

SUITE AS SPECIFIED. 

NOM. 150EA FIXED TO PRECAST 

BEAM AND SUPPORTING EDGE OF 

SOAKER FLASHING. CAULKING TO BE 

CONTINUOUS AND SEAL STEEL 

ANGLE TO PRECAST.

400 x400 PRECAST CONCRETE BEAM 

TO STRUCTURAL ENG. DETAILS

COLORBOND APRON FLASHING. 

COLOUR TO MATCH ROOF COLOUR.

RAF

01

RMT

01

150

NOM. 50 X 50 X 3 EQUAL 

ANGLE TO FINISH CEILING.

P50 SHADOW GAP. 

FLUSH CEILING LIGHTING TO 

ELECTRICAL ENGINEERS 

DETAILS. 

?

?

400 x400 PRECAST CONCRETE BEAM 

TO STRUCTURAL ENG. DETAILS

NON SHRINK GROUT TO MATCH CON-

01 FINISH.

PROVIDE SAMPLES TO ARCHITECT 

FOR APPROVAL. 20

SOAKER GUTTER

CAST-IN FERRULES

STRUCTURAL BEAM REFER TO 

STRUCTURAL ENGINEERS 

DOCUMENTATION FOR DETAILS

SUSPENDED DARKON SLIM TRIM IP 

DIRECT RECESSED LED DOWNLIGHT 

REFER TO ELECTRICAL ENGINEERS 

DOCUMENTATION FOR DETAILS, 

INSTALLED TO MANUFACTURERS 

SPECIFICATIONS.  

CE-01
RAKE

FURRING CHANNEL

RONDO P35 SHADOWLINE TO FIBRE 

CEMENT LINING. P35 EXPRESS JOINTS 

TO ALIGN WITH CONCRETE COLUMNS 

REFER TO A301 REFLECTED CEILING 

PLAN FOR LOCATION AND EXTENT

EXTERNAL

INTERNAL

TIMBER PACKING FIXED TO UB

EQ EQ

3

RMT

03

METAL CLADDING AND 

FURRING CHANNEL OVER 

BLOCKWORK WALL.

600 X 125 BOX GUTTER TO 

HYDRAULIC ENGINEERS DETAILS. 

LEAFGUARD SYSTEM AS 

SPECIFIED (SHOWN DASHED)

CUT BACK EXISTING ROOF SHEETING 

AND INSTALL FLASHING. DRESS 

DOWN INTO BOX GUTTER. 

GUTTER SUPPORT 

BEYOND - REFER TO 

DETAIL 03/A601 FOR 

DETAILS. 

BASE OF GUTTER BEYOND

OF

EXISTING ROOF FALL 20°

35

CUSTOM FABRICATED 

POWDERCOATED 3MM ALUMINIUM 

OVERFLOW SPOUT (125 X 200). 

COLOUR TO MATCH FACADE COLOUR. 

CIRCULAR TO RECTANGULAR DOWNPIPE 

ADAPTOR. FIX WITH SOLVENT CEMENT. 

VERMIN PROOF MESH (BLACK).

165.00°

SUMP

12
5
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4

4 5

5

B

CO
L.

12

12

200

R 30

CAULK JOINT TO CLADDING. 

COLOUR

MATCH ADJOINING FRAME

FOLDED 5mm POWDER COATED

ALUMINIUM COVER PANEL OVER

MARINE PLYWOOD BACKING.

POWDER COATED ALUMINIUM 

GLAZING SUITE.

PACKING AS REQUIRED.

POWDER COATED ALUMINIUM 

GLAZING SUITE.

ALUMINIUM SILL OVER 

CONCRETE HOB BELOW. 

DASHED LINE INDICATES EXTENT 

OF SARKING. 

R 30

INTERIOR EXTERIOR

ALUMINIUM SILL OVER 

INSULATION BELOW. 

12

FOLDED 5mm POWDER COATED

ALUMINIUM COVER PANEL OVER

MARINE PLYWOOD BACKING.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

POWDER COATED ALUMINIUM 

GLAZED DOOR FRAME.

ALUMINIUM FIXING ANGLE.

PACKER AS REQUIRED.

STRUCTURAL COLUMN TO  

STRUCTURAL ENGINEERS 

DETAILS. 

DASHED LINE DENOTES 

EXTENT OF SARKING.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

FOLDED 5mm POWDER 

COATED ALUMINIUM COVER 

PANEL OVER MARINE 

PLYWOOD BACKING.

CO
L.

EXTERIOR

INTERIOR

12 12

12

150

ALUMINIUM SILL OVER 

CONCRETE HOB BELOW. 

150

12

ALUMINIUM SILL OVER CONCRETE HOB BELOW. 

ALUMINIUM SILL OVER INSULATION BELOW. 

A

12

12

SERVERY
0.21

SOCIAL SPACE
0.25

POWDERCOATED NOM. 45 

EQUAL ANGLE. COLOUR TO 

MATCH ADJOINING WALL.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

POWDER COATED ALUMINIUM 

GLAZED DOOR FRAME.

ALUMINIUM FIXING ANGLE.

PACKER AS REQUIRED.

STRUCTURAL COLUMN TO  

STRUCTURAL ENGINEERS 

DETAILS. 

DASHED LINE DENOTES 

EXTENT OF SARKING.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

SELECTED FIBRE CEMENT 

SHEETING WITH SELECTED 

PAINT FINISH.  

SELECTED FIBRE CEMENT 

SHEETING OVER 

STRUCTURAL PLYWOOD.

ROLLER DOOR FRAME BY 

MANUFACTURER. 

POWDERCOAT TO MATCH 

ROLLER DOOR FINISH. 

POWDERCOATED 5MM 

ALUMINIUM REVEAL TO 

ENTIRE DOOR. COLOUR TO 

MATCH ROLLER DOOR. 

JRY-14 - KITCHEN SERVERY 

BENCH.

3

12

CONTINUE SELECTED FIBRE CEMENT 

SHEETING OVER HOB.

SELECTED FIBRE CEMENT 

SHEETING WITH SELECTED 

PAINT FINISH.  

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

POWDER COATED ALUMINIUM 

GLAZING SUITE.

PACKER AS REQUIRED.

MASONRY WALL TO 

STRUCTURAL ENGINEERS 

DETAILS. 
DASHED LINE DENOTES 

EXTENT OF SARKING.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

SELECTED FIBRE CEMENT 

SHEETING WITH SELECTED 

PAINT FINISH.  

PROPRIETARY ALUMINIUM SNAP ON 

CORNER WITH ANGLE FLASHING 

BEHIND CLADDING. 

12

4

4

A A

12

FOLDED 5mm POWDER COATED

ALUMINIUM COVER PANEL.

DASHED LINE DENOTES EXTENT 

OF SARKING.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING 

FRAME.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING FRAME.

POWDER COATED ALUMINIUM 

GLAZED DOOR FRAME.

CONCRETE COLUMN TO STRUCTURAL 

ENGINEERS DETAILS. FINISH WITH 

SELECTED RENDER. 

12

POWDER COATED ALUMINIUM 

GLAZED DOOR FRAME.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING FRAME.

CAULK JOINT TO CLADDING. 

COLOUR MATCH ADJOINING FRAME.

12

1
5
0

5
0

3
1

1
9

SOCIAL SPACE
0.25

EXTERNAL

ALUMINIUM SILL OVER 

CONCRETE HOB BELOW. 

CON

01

CON

01

RDP-01

ALUMINIUM SILL OVER INSULATION 

BELOW. 

ALUMINIUM SILL OVER 

INSULATION BELOW. 

ALUMINIUM SILL OVER 

CONCRETE HOB BELOW. 

LYSAGHT STAND-OFF BRACKETS 

TO MATCH DOWNPIPE COLOUR. 

3

C

SELECTED FIBRE CEMENT SHEETING 

WITH SELECTED PAINT FINISH. 

POWDERCOATED 3MM ALUMINIUM PLATE 

OVER MARINE PLY BACKING. COLOUR TO 

MATCH METAL CLADDING. 

COLORBOND FLASHING ANGLE. 

COLOUR TO MATCH METAL CLADDING . 

5
0

SELECTED METAL SHEET CLADDING. 

DASHED LINE DENOTES EXTENT OF 

SARKING. 

EXTERNAL

CAULK JOINT TO CLADDING. COLOUR 

MATCH ADJOINING FRAME.
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POWDER COATED ALUMINIUM GLAZED DOOR 

FRAME.

POWDER COATED ALUMINIUM GLAZING 

FRAME (GFX-01).  REFER TO FINISHES 

SCHEDULE FOR DETAILS.

PACKING AS REQUIRED.

PLASTERBOARD LINED STEEL STUD FRAMED 

WALL.  REFER TO PARTITION DRAWINGS FOR 

DETAILS.

P50 SHADOWLINE.

75mm 11kg GLASS WOOL INSULATION.

92mm STEEL FRAMED STUD WORK.

TYPICAL 38mm THICK SLIDING DOOR LEAF 

INDICATED.  REFER TO DOOR SCHEDULE FOR 

DETAILS ON DOOR LEAF (AND ASSOCIATED 

REBATE DEPTH).

38
3

11
4

38

INTERIOR

INTERIOR

FLUSH STEEL DOOR FRAME.  DOOR REBATE 

TO BE DOOR LEAF PLUS 3mm.
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92

1310
94

10

RONDO P50 SHADOWLINE TO VILLABOARD 

ADJOINING DOOR FRAME.

13mm PLASTERBOARD. REFER TO FLOOR 

PLAN FOR EXTENT OF PARTITION TYPES.

RONDO P50 SHADOWLINE TO 

PLASTERBOARD ADJOINING DOOR FRAME.

9mm VILLABOARD LINING.

INS-01 WALL INSULATION. REFER PRODUCT 

AND MATERIAL SCHEDULE FOR DETAILS.

92mm STEEL FRAMED STUD WORK.TYPICAL 38mm THICK DOOR LEAF INDICATED.  

REFER TO DOOR SCHEDULE FOR DETAILS ON 

DOOR LEAF (AND ASSOCIATED REBATE 

DEPTH).
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15 38

41
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INTERIOR

3

38
3
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DOOR REBATE TO DOOR LEAF PLUS 3mm.
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RONDO P50 SHADOWLINE TO 

PLASTERBOARD ADJOINING DOOR FRAME.

13mm PLASTERBOARD LINING TO BOTH 

SIDES OF WALL.  REFER TO FLOOR PLAN FOR 

EXTENT OF PARTITION TYPES.

RONDO P50 SHADOWLINE TO 

PLASTERBOARD ADJOINING DOOR FRAME.

92mm STEEL FRAMED STUD WORK.TYPICAL 38mm THICK DOOR LEAF INDICATED.  

REFER TO DOOR SCHEDULE FOR DETAILS ON 

DOOR LEAF (AND ASSOCIATED REBATE 

DEPTH).

12
9

15 38
9mm VILLABOARD LINING.

41

INTERIOR

INTERIOR SILICONE CAULKING BETWEEN WALL LINING 

AND DOOR FRAME.

3

38
3

SINGLE REBATED STEEL DOOR FRAME.  

DOOR REBATE TO DOOR LEAF PLUS 3mm.

13
92

9
1512

3
10

1
3
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53

13mm PLASTERBOARD LINING.

RONDO P50 SHADOWLINE TO 

PLASTERBOARD ADJOINING DOOR FRAME.

92mm STEEL FRAMED STUD WORK.TYPICAL 38mm THICK DOOR LEAF INDICATED.  

REFER TO DOOR SCHEDULE FOR DETAILS ON 

DOOR LEAF (AND ASSOCIATED REBATE 

DEPTH).
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0

15 38
9mm VILLABOARD LINING.

41

INTERIOR

INTERIOR SILICONE CAULKING BETWEEN WALL LINING 

AND DOOR FRAME.

3

38
3

SINGLE REBATED STEEL DOOR FRAME.  

DOOR REBATE TO DOOR LEAF PLUS 3mm.
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3
12
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3

9mm VILLABOARD LINING.

SILICONE CAULKING BETWEEN WALL LINING 

AND DOOR FRAME.

9
9

53

VILLABOARD LINED STEEL STUD FRAMED 

WALL.  REFER TO PARTITION DRAWINGS FOR 

DETAILS.

INS-02 WALL INSULATION. REFER 

PRODUCT AND MATERIAL SCHEDULE 

FOR DETAILS.

POWDER COATED ALUMINIUM 

GLAZED DOOR FRAME.

POWDER COATED ALUMINIUM GLAZING 

FRAME (GFX-01).  REFER TO FINISHES 

SCHEDULE FOR DETAILS.

PACKING AS REQUIRED.

P50 SHADOWLINE.

P50 SHADOWLINE.

ACOUSTIC SEAL. REFER TO 

DOOR SCHEDULE FOR DETAILS. 

POWDER COATED ALUMINIUM GLAZING 

FRAME (GFX-01).  REFER TO FINISHES 

SCHEDULE FOR DETAILS.

EXTERIOR

INTERIOR

92mm STEEL FRAMED STUD WORK.TYPICAL 38mm THICK DOOR LEAF INDICATED.  

REFER TO DOOR SCHEDULE FOR DETAILS ON 

DOOR LEAF (AND ASSOCIATED REBATE 

DEPTH).
9mm VILLABOARD LINING.

INTERIOR

INTERIOR

38
3

SINGLE REBATED STEEL DOOR FRAME.  

DOOR REBATE TO DOOR LEAF PLUS 3mm.

13
92

9

13mm PLASTERBOARD LINING.

RONDO P50 SHADOWLINE TO 

PLASTERBOARD ADJOINING DOOR FRAME.

10
94

10

41

11
4

INS-01 WALL INSULATION. REFER PRODUCT 

AND MATERIAL SCHEDULE FOR DETAILS.
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FSK

01

WPB

01

WPB

01

W08.025SOCIAL

SPACE
0.25

GROUND FLOOR
RL 113.400

3

MEETING ROOM
0.23

WFC

02

WFC

01

21
00

60
0

R15MM HALF ROUND MOULDING -

TYPICAL TO CHANGE IN FIBRE 

CEMENT PROFILE. 

PNT

09B

PNT

09C

B

WFC

01

WFC

02

MEETING ROOM
0.23

R15MM HALF ROUND MOULDING -

TYPICAL TO CHANGE IN FIBRE 

CEMENT PROFILE. 

PNT

09B

PNT

09C

AIR CONDITIONER
3

MEETING ROOM
0.23 WFC

01

WFC

02

R15MM HALF ROUND MOULDING -

TYPICAL TO CHANGE IN FIBRE 

CEMENT PROFILE. 

PNT

09B

PNT

09C

GROUND FLOOR
RL 113.400

WFC

01

WFC

03

27
00

0.22
03

0.16
01

0.15
01

CORRIDOR
0.22

PNT

01

PNT

09B

HALF ROUND SQUARE EDGE MOULDING -

TYPICAL TO CHANGE IN FIBRE CEMENT 

PROFILE. 

GROUND FLOOR
RL 113.400

3

0.17
01

0.19
01

0.20
01

21
00WFC

03

WFC

03

PNT

09B

PNT

01
CORRIDOR
0.22

HALF ROUND SQUARE EDGE 

MOULDING - TYPICAL TO CHANGE IN 

FIBRE CEMENT PROFILE. 
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3

1°

1°

?

?

WFC

01

WBL

01

25MM MARINE PLYWOOD PAINTED WHITE 

(PNT-09B) SUPPORTED BY NOM 90. EQUAL 

ANGLES FIXED TO NEW BLOCK WALL AND 

EXISTING WALL. INVESTIGATE STRUCTURAL 

ADEQUACY OF EXISTING WALL BEFORE 

FIXING. 

NOM 35 X 70 SUPPORT BATTENS AT NOM 550 

C/S. PAINT WHITE - PNT-09D. 

JRY-13 - SPOTTED GUM BATTENS WITH PENCIL ROUND 

EDGES AS SPECIFIED. PAINT WHITE - PNT-09D. 

1°

FIBRE CEMENT CLADDING TO EXTEND TO 

CONCEAL PLYWOOD EDGE. FLASH AND CAULK 

JUNCTION.

GROUND FLOOR
RL 113.400

5

SOCIAL SPACE
0.25

FCP

01

15
0

FSK

01

JRY-13

NOM 35 X 70 SUPPORT BATTENS AT 

NOM 550 C/S. PAINT WHITE - PNT-09B. 

FIX TO MASONRY WALL. 

JRY-13 - SPOTTED GUM BATTENS 

WITH PENCIL ROUND EDGES AS 

SPECIFIED. PAINT WHITE - PNT-9B. 

NOM. 35 X 50 SUPPORT MEMBERS 

UNDER SUPPORT BATTENS. PAINT 

WHITE - PNT-09B. 

BULLNOSE EDGE TO FRONT.

NOM 35 X 90 BATTEN 

RUNNING LENGTH OF BENCH 

SEATING. PAINT WHITE - PNT-

09B. 

INS

04

PNT

01

GROUND FLOOR
RL 113.400

338 12

25
2

57
0

CHROME BOTTLE 

TRAP AS SPECIFIED. 

TP-06

BA-03

SD-01

JRY-16 - 12MM CORIAN BUTT 

JOINTED WITH MARINE 

PLYWOOD SUBSTRATE.

MR CARCASE RIBS AS 

REQUIRED. 

MI-01

350

SPLASHBACK TILES AS 

SPECIFIED. REFER TO 

INTERNAL ELEVATIONS FOR 

EXTENT. 

82
2

30
0

FSK

02 15
0

TMV BEHIND WHITE 

POWDERCOATED 

ACCESS PANEL. 

GROUND FLOOR
RL 113.400

JRY-09 

LAMINATE PANELING AS 

SPECIFIED. 

JRY-07 

POWDERCOATED 

ALUMINIUM SKIRTING AS 

SPECIFIED. 

JRY-05 

304 S/S OVER MR MDF AS 

SPECIFIED. 

5

A761

150H S/S INTEGRAL 

SPLASHBACK.

JRY-04 

DOOR HANDLES AS 

SPECIFIED. 

60
0

14
97

WTC

02

FLEXIBLE CAULKING TO TILE 

AND STAINLESS STEEL 

JUNCTION. CAULKING TO 

MATCH TILE GROUT 

COLOUR. 

8

A761

ADJ.

ADJ.

PAINTED BULKHEAD.

10
0

20 580

50

15
0

90
0

JRY-17 

LAMINATE PANELING AS 

SPECIFIED. 

JRY-15 

CARCASS LAMINATE 

PANELING AS 

SPECIFIED. 

JRY-15 

CARCASS 

LAMINATE 

PANELING AS 

SPECIFIED. 

600

2020

20
32

53

10

MOISTURE RESISTANT MDF 

SUBSTRATE WITH 1.2MM THICK 

304 STAINLESS STEEL FOLDED 

OVER - WET EDGE TO ALL 

STAINLESS STEEL BENCHTOPS.

POLYESTER RESIN SEAL TO 

UNDERSIDE OF SUBSTRATE.

GROUND FLOOR
RL 113.400

BLACK SHELF 

ANGLES AS 

REQUIRED. 

JRY-14 KDHW SERVERY 

BENCH WITH BULLNOSE 

EDGE - PAINTED WHITE. 

ROLLER DOOR

PROVIDE DRIP EDGE 

FOR EXTERNAL 

SERVERY. 

REFER TO KITCHEN PLAN (A706)

NO SPLASHBACK AT 

SERVERIES - TYPICAL. 

GROUND FLOOR
RL 113.400

3

73
4

30
73

4
60

3

21
00

JRY-08

32MM MDF WITH LAMINEX 

POLAR WHITE FINISH. 

PROVIDE MATCHING ABS 

EDGING AS REQUIRED.   

JRY-08 

32MM MDF WITH LAMINEX 

POLAR WHITE FINISH. 

PROVIDE MATCHING ABS 

EDGING AS REQUIRED.   

JRY-15 

18MM MDF WITH LAMINEX 

POLAR WHITE FINISH.  

SINGLE GLAZED PANEL IN 

50 X 100 TIMBER DOOR 

FRAME. PAINT WHITE 

(PNT-09B)

TIMBER FRAME TO SUIT 

WALL THICKNESS. PAINT 

WHITE (PNT-09B)

Sim
7

A601

741

LOCKABLE JOINERY 

CUPBOARDS - FRAMELESS 

GLASS PANELS WITH 

STAINLESS STEEL HINGES (JRY-

06), GLASS LOCKS(JRY-11) AND 

HANDLES (JRY-12). 

JRY-15 

18MM MDF WITH LAMINEX 

POLAR WHITE FINISH.  

JRY-12

SS HANDLE 

FIXED ON GLASS

JRY-11

SS GLASS LOCK

20

REFER TO SCHEDULE 

FOR DOOR FINISHES.
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AL01 ALUMINIUM 100mm x 50mm POWDER COATED SUITE.

CHS CHAINWIRE GALVANISED CHS TUBE SECTIONS.

MANU. FRAME TO MANUFACTURERS DETAILS.

PM01 PRESSED METAL DOOR FRAME, MINIMUM 1.6mm THICK.  FIRE RATED WHERE 

SCHEDULED. PROVIDE CUT OUTS IN THE FACTORY FOR ELECTRIC STRIKES 

WHERE NOMINATED.

FRAME TYPE

APGS AS PER GLAZING SYSTEM.

MANU. FINISH TO MANUFACTURERS DETAILS.

PNT-XX PAINT FINISH (REFER TO PRODUCT  & MATERIALS SCHEDULE).

SS STAINLESS STEEL

SSSSATIN STAINLESS STEEL

FINISH REFER TO FINISHES SCHEDULE

ALGZ POWDER COATED ALUMINIUM FRAME WITH GLAZING.

ALBN POWDER COATED ALUMINIUM BATTENS.

MANU. LEAF/PANELS TO MANUFACTURERS DETAILS.

SCFC SOLID CORE FIBRE CEMENT CLAD DOOR PANEL

SCFP SOLID CORE FLUSH PANEL

SCFPC SOLID CORE FLUSH PANEL WITH SELECTED CLADDING.

SCFRP SOLID CORE FIRE RATED PANEL 

SCV01 SOLID CORE WITH VISION PANEL

DOOR LEAF TYPE

DOOR LEGEND

L1 BY "LOGICAL SERVICES" - MAROONDAH'S PREFERRED SUPPLIER.

BUILDER TO COORDINATE REQUIREMENTS WITH LOGICAL

SERVICES.

L2 LOCKWOOD 3572X CLASSROOM AND OFFICE LOCKING LATCH.

L3 LOCKWOOD 3572EA PRIVACY ESCAPE LATCH.  SATIN CHROME FINISH

L4 LOCKWOOD HIGH SECURITY 270S70/125 PADLOCK TO CHAINWIRE GATES.

LOCKS

H1 FOUR NUMBER PER DOOR STAINLESS STEEL DALCO 13222-04 (100mm x 100mm x 2.5mm) 

BALL BEARING BROAD BUTTS FIXED PIN FOR OPENING OUTDOORS 

(SATIN STAINLESS STEEL).

H2 FOUR NUMBER PER DOOR McCALLUM A104F SERIES SUIT (ALUMINIUM DOOR LEAF).

ALLOY: HIGH STRENGTH T.6 MINIMUM TENSILE 254 mpa.

PIN DIAMETER: 6mm STAINLESS STEEL WITH MACHINED CHAMFER BOTH ENDS.

BUSHES: FLANGED NYLON.

KNUCKLE: SQUARELINE

H3 PROPRIETARY CHAINWIRE FENCE HINGES.

HINGES

PROTECTION / PUSH PLATES
PP1 LEGGE PH301 300mm x 100mm INTERNAL PULL HANDLE PLATE SSS (DA301-16V-SSS).

PP2 LEGGE PH306 300mm x 100mm EXTERNAL PUSH PLATE SSS (DA306C-SSS)

SIGNAGE
BUILDER TO ALLOW FOR COMPLIANT SIGNAGE TO STATUTORY AND 

LOCAL AUTHORITY REQUIREMENTS .

SEALS
SA FABRICATOR TO ALLOW FOR WEATHER/ACOUSTIC COMPRESSION SEALS 

(CAPRAL M027247 OR M0272215).

SG RP120 (BLACK) OR RP150 (BLACK ONLY) BATWING SEAL. 

SURFACE FITTED TO HEAD AND JAMBS.

SH RAVEN RP8Si AUTOMATIC SEAL MORTICED INTO DOOR BOTTOM.

TIMBER DOORS: REQUIRES 35mm x 15mm MORTICE.

ALUMINIUM DOORS: REQUIRES 35mm x 15mm HOLLOW BOTTOM RAIL.

CL1 LCN 4041R SERIES DOOR CLOSER

4041da SIZE 1-6 (DDA COMPLIANT) CLOSER INCORPORATING DELAYED ACTION VALVE 

(SSS OVER).

CLOSERS

KP1 1.6mm THICK STAINLESS STEEL (REFER DETAIL) 300mm HIGH.

KICKPLATES

K1 ASSA ABLOY, SUPPLY AND INSTALL CONSTRUCTION KEYED CYLINDERS TO ALL LOCKS.

KEYING

B1 LEGGE 1901-300mm FLUSH BOT TO TOP OF INACTIVE LEAF.

SUIT TIMBER DOORS DALCO 1901 (300mm).  SATIN CHROME.

B2 LEGGE 1791-300mm PANIC BOLT TO BOTTOM OF INACTIVE LEAF.

DSF1 LEGGE 12821 FLOOR MOUNTED DOOR STOP.

VERIFY LOCATIONS PRIOR TO INSTALLATION WHERE NOT INDICATED.

F1 SET LOCKWOOD 1800/1900/70 SERIES LEVER HANDLE ON PLATE TO SUIT 60mm 

BACKSET LOCK FUNCTION (1801/70 CYLINDER HOLE CONCEALED FIX WITH LEVER 

AND 1905/70 PLAIN VISIBLE FIX WITH LEVER).

F2 SET LOCKWOOD 1800/1900/70 SERIES LEVER HANDLE ON PLATE TO SUIT 60mm 

BACKSET LOCK FUNCTION. SATIN CHROME PLATE (1814/70 INDICATED EMERGENCY 

RELEASE CONCEALED FIX WITH LEVER AND 1939/70 DISABLED ESCAPE TURN SNIB 

VISIBLE FIX WITH LEVER).

HARDWARE SET

BG BREAK GLASS EMERGENCY EGRESS.

RFID RADIO FREQUENCY IDENTIFICATION READER.  

RS REED SWITCH (REFER TO ELECTRICAL ENGINEERS 

DOCUMENTATION FOR DETAILS).

SECURITY

G1 ALUMINIUM DOOR GRILLE (600mm x 150mm HIGH).

G4 ALUMINIUM DOOR GRILLE (600mm x 300mm HIGH).

G6 ALUMINIUM DOOR GRILLE (600mm x 600mm HIGH).

GRILLES

NOTE:

DOOR LEAF SIZES SPECIFIED IN THE SCHEDULE ARE EXCLUSIVE OF FRAMES OR LININGS 

AND INSTALLATION TOLERANCES

ALL DOOR SIZES SHOULD BE CHECKED ON SITE FOR TRUE DIMENSIONS.

HEIGHTS AND SPECIFICATIONS MAY VARY IN DIFFERENT AREAS, PARTICULARLY WHERE 

RAISED ACCESS FLOORS ARE INSTALLED.

REFER TO PLANS FOR DOOR SWINGS.

FRAME DEPTH VARIES TO SUIT FINISHED WALL THICKNESS.

UNLESS NOTED OTHERWISE, ALL HINGES TO BE HIGH QUALITY STAINLESS STEEL HINGES.

LOGICAL SERVICES TO SUPPLY ALL ELECTRONIC DOOR

HARDWARE TO BUILDER FOR BUILDER TO INSTALL

PHYSICAL DOOR HARDWARE/FURNITURE. LOGICAL

SERVICES ONLY RESPONSIBLE FOR SUPPLY OF

ELECTRONIC DOOR HARDWARE AND FINAL

TERMINATION. BUILDER TO SUPPLY AND INSTALL ALL

OTHER DOOR HARDWARE.

NOTE

(CO-ORDINATE WITH LOGICAL SERVICES.)

30
0

1.6mm THICK 304 STAINLESS 

STEEL WITH BRUSHED FINISH.  

REBATE INTO BOTH SIDES OF 

DOOR AND FIX USING APPROVED 

ADHESIVE AND TORX HEAD 

COUNTERSUNK SCREWS.

KICKPLATES TO BE RETURNED 

AROUND SIDES/EDGES OF DOOR.  

USE A SINGLE STRIP OR PLATE 

AND JOIN ON THE HINGE SIDE OF 

DOOR.

R
E

F
E

R
 T

O
 S

C
H

E
D

U
LE

SCHEDULE

REFER TO

12
00

60
0

600

EQ EQ

FG

GLAZING VIEWING 

PANEL (GLS-02).

R
E

F
E

R
 T

O
 S

C
H

E
D

U
LE

920

160 160

REDUCE GLAZING WIDTH 

FOR DOOR WIDTHS 

BELOW 920mm.

DOOR LEAF

D
O

O
R

 L
E

A
F

FRAME AS PER 

MANUFACTURER'S 

SPECIFICATION.

SUPPLY AND INSTALL 

HEAVY DUTY GALVANISED 

LOCKABLE PADBOLT. 

REFER ALSO TO DOOR 

HARDWARE SCHEDULE

HEAVY DUTY HINGES.

HEAVY DUTY LOCKABLE 

SHOOT BOLTS.

95
0

D
O

O
R

 H
E

IG
H

T

DOOR LEAF DOOR LEAF

FRAME AS PER 

MANUFACTURER'S 

SPECIFICATION.

SUPPLY AND INSTALL  

HEAVY DUTY 

LOCKABLE PADBOLT. 

REFER ALSO TO DOOR 

HARDWARE 

SCHEDULE

HEAVY DUTY HINGES.

HEAVY DUTY LOCKABLE 

SHOOT BOLTS.

95
0

01

A801

GALVANISED 5MM STEEL STOPPING PLATE 

BEYOND - WELDED TO FENCE FRAME

WHERE MORTICE LOCK IS SPECIFIED ALLOW 

FOR GALVANISED 5MM STEEL LOCKBOX FULLY 

WELDED TO FENCE FRAME TO HOUSE MORTISE 

LOCK AND HANDLES. SIZE TO SUIT MORTISE 

LOCK SPECIFIED - MAKE OPENINGS FOR KEY 

HOLE AND LATCH.

CUSTOM LATCHBOX SIZED TO ACCEPT 

STRIKE PLATE.

OPENING IN FENCE FRAME TO BE 

CUSTOMISED TO ACCEPT LOCKBOX AN 

LATCHBOX.

5MM GALVANISED STEEL PLATE WELDED 

TO FENCE FRAME AND 

LOCKBOX/LATCHBOX.

D
O

O
R

 H
E

IG
H

T
45

45 DOOR WIDTH 45

POWDERCOATED 

PROPRIETARY ROLLER 

DOOR FRAME.

ROLLER DRUM

MOTOR

RD-01 AS SPECIFIED. 

90
0

D
O

O
R

 H
E

IG
H

T

45 DOOR WIDTH 45

POWDERCOATED 

PROPRIETARY ROLLER 

DOOR FRAME.

ROLLER DRUMMOTOR

RD-02 AS SPECIFIED.

20
00

50

18
00

15
0

25
0

87
5 10

00

850

WMF

01

100 x 50 ALUMINIUM BATTENS AT 

150mm CENTRES. PNT-05 FINISH.

75SHS FRAME TO STRUCTURAL 

ENGINEERS DOCUMENTATION. 

PNT-05 FINISH.

185 x 250mm LOCK BOX WELDED 

TO STEEL FRAME.
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DOOR SCHEDULE

DOOR IDENTIFICATION FRAME

 F
IR

E
 R

A
T

IN
G

LEAF LEAF VENTILATION HARDWARE

 COMMENTSN
O

.

R
O

O
M

ROOM NAME  OPERATION TYPE FINISH NO. TYPE FINISH  W
ID

T
H

 H
E

IG
H

T

 T
H

IC
K

N
E

S
S

2ND
LEAF

3RD
LEAF

KICK
PLATE SIGN

UNDERC
UT GRILLE SEALS  K

E
Y

IN
G

HINGE
LOCK-LATC

H
HARDWARE

SET  S
E

C
U

R
IT

Y
 / 

E
LE

C
.

CLOSER DOOR STOP  O
T

H
E

R

01 0.01 UMPIRES 1 SWING PM01 PC-01 -60/30 1 SCFRP PNT-06 920 2040 50 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.02 UMPIRES 2 SWING PM01 PC-01 -60/30 1 SCFRP PNT-06 920 2040 50 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

02 0.02 UMPIRES 2 ROLLER MANU. PNT-05 1 MANU. PNT-06 2000 2100 - - - - MANU. K1 - KEYSWITCH MANU. RS - -

01 0.03 FIRST AID SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.04 DOG STORE ROLLER MANU. PNT-05 1 MANU. PNT-05 2000 2100 - - - - MANU. K1 - KEYSWITCH MANU. RS - -

01 0.05 CHANGE 2 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.06 CHANGE 1 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

02 0.06 CHANGE 1 ROLLER DOOR MANU. PNT-05 1 MANU. PNT-05 3000 2200 - - MANU. K1 - KEYSWITCH MANU. RS - -

01 0.07 AMENITIES 2 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.08 AMENITIES 1 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.09 STORE MANU. PC-01 1 MANU. PNT-05 1500 2200 - - - - MANU. K1 - KEYSWITCH MANU. RS - DS1

01 0.10 AMENITIES 4 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.11 AMENITIES 3 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.12 CHANGE 4 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.13 CHANGE 3 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

02 0.13 CHANGE 3 ROLLER DOOR MANU. PNT-05 1 MANU. PNT-05 3000 2200 - - - - MANU. K1 - KEYSWITCH MANU. RS CL1 -

01 0.14 SERVICE SWING PM01 PC-01 -60/30 1 SCFRP PNT-06 870 2040 50 KP1 Y - - - K1 H1 L1 F1 RS CL1 DS1

01 0.15 MALE TOILET SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 - Y - - SG/SH K1 H1 L2 F1 RS CL1 DSF1

01 0.16 FEMALE TOILET SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 - Y - - SG/SH K1 H1 L2 F1 RS CL1 DSF1

01 0.17 ACC. SHWR SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 - Y - - SG/SH K1 H1 L2 F1 RS CL1 DSF1

01 0.18 ACC. WC SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.19 CLEANERS SWING PM01 PC-01 2 SCFP PNT-06 820 2040 38 - Y 15MM - - K1 HG1 L1 F1 RS CL1 -

01 0.20 KITCHEN CAVITY SLIDE PM01 PC-01 1 SCV01 PNT-05 920 2040 45 - - - - SG/SH K1 - - F1 RS

01 0.21 SERVERY ROLLER DOOR MANU. PNT-05 MANU. PNT-05 1800 1200 - - - MANU. K1 - KEYSWITCH MANU. RS

02 0.21 SERVERY ROLLER DOOR MANU. PNT-05 MANU. PNT-05 1800 1200 - - - MANU. K1 - KEYSWITCH MANU. RS -

01 0.22 CORRIDOR SWING AL01 PNT-05 1 ALGZ APGS 919 2350 45 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1

02 0.22 CORRIDOR SWING AL01 PNT-05 1 ALGZ APGS 919 2050 45 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1

03 0.22 STORE SWING PM01 PC-01 1 SCFRP PNT-06 920 2040 45 - Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DSF1

01 0.23 MEETING ROOM SLIDING PM01 PC-01 3 ALGZ PNT-05 1159 2040 46 1159 1159 - Y - SG/SH K1 L2 F1 RS - 2 PANEL MANUAL SLIDING DOOR WITH 1 FIXED PANEL

01 0.25 SOCIAL SPACE SWING AL01 PNT-05 2 ALGZ APGS 923 2175 45 923 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1

02 0.25 SOCIAL SPACE SWING AL01 PNT-05 2 ALGZ APGS 917 2125 45 917 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1

03 0.25 SOCIAL SPACE SWING - PC-01 2 SCFC PNT-09B 820 2040 45 820 - - - - - K1 HG1 L2 F1 RS - - WFC-01 CLADDING TO DOOR. DOOR LEAF TO BE FLUSH WITH
ADJACENT WALL PANELLING.

01 0.27 MSB CUPBOARD SWING PM01 PC-01 -60/30 2 SCFRP PNT-06 970 2040 50 970 - Y - - - K1 H1 L2 F1 RS - -

01 0.28 DB SWING PM01 PC-01 -60/30 1 SCFRP PNT-06 1070 2040 50 - Y - - - K1 H1 L2 F1 RS - -

01 0.29 METER CUPBOARD SWING PM01 PC-01 -60/30 1 SCFRP PNT-06 920 2040 50 - Y - - - K1 H1 L2 F1 RS -

01 0.37 EQUIPMENT ROOM SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1 NEW DOOR IN EXISTING BUILDING

01 0.39 KIOSK SWING PM01 PC-01 -60/30 1 SCFRP PNT-06 920 2040 50 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1 NEW DOOR IN EXISTING BUILDING

02 0.39 KIOSK SWING PM01 PC-01 2 SCFP PNT-06 820 2060 45 820 KP1 - - - SA/SG/SH K1 HG1 L1 F1 RS CL1 DSF1 NEW DOOR IN EXISTING BUILDING

01 0.41 SERVICES 2 SWING PM01 PC-01 1 SCFP PNT-06 920 2040 45 KP1 Y - - SA/SG/SH K1 H1 L2 F1 RS CL1 DS1

01 0.42 SERVICES 1 SWING AL01 PNT-05 1 ALBN PNT-05 844 2050 45 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1 CONTRACTOR TO PROVIDE CUSTOM LOCKBOX WITH CYLINDER HOLD
(LOCKWOOD 3572A). POWDERCOAT FINISH TO MATCH PNT-05.

02 0.42 SERVICES 1 SWING AL01 PNT-05 1 ALBN PNT-05 844 2050 45 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1 CONTRACTOR TO PROVIDE CUSTOM LOCKBOX WITH CYLINDER HOLD
(LOCKWOOD 3572A). POWDERCOAT FINISH TO MATCH PNT-05.

03 0.42 SERVICES 1 SWING AL01 PNT-05 1 ALBN PNT-05 844 2050 45 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1 CONTRACTOR TO PROVIDE CUSTOM LOCKBOX WITH CYLINDER HOLD
(LOCKWOOD 3572A). POWDERCOAT FINISH TO MATCH PNT-05.

04 0.42 SERVICES 1 SWING AL01 PNT-05 1 ALBN PNT-05 844 2050 45 - Y - - SA/SG/SH K1 H2 L1 F1 RS CL1 DSF1 CONTRACTOR TO PROVIDE CUSTOM LOCKBOX WITH CYLINDER HOLD
(LOCKWOOD 3572A). POWDERCOAT FINISH TO MATCH PNT-05.
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9mm VILLABOARD.

150mm STEEL STUD FRAMING.

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO ARCHITECTURAL 

PLANS FOR FLOOR FINISH 

DETAILS.

9150

50

159

HABITABLE 

SIDE

SELECTED WALL INSULATION

SARKING

EXTERNAL WALL 

CLADDING AS SPECIFIED. 

REFER TO ELEVATIONS. 

LINE SHOWN IS 

INDICATIVE ONLY.

9mm VILLABOARD.

150mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

91509

50

168

SELECTED WALL INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

13mm PLASTERBOARD.

150mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

13150

50

163

HABITABLE 

SIDE

SELECTED WALL INSULATION

SARKING

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

EXTERNAL WALL CLADDING AS 

SPECIFIED. REFER TO 

ELEVATIONS. 

LINE SHOWN IS INDICATIVE ONLY.

9mm VILLABOARD.

150mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

915013

50

172

13mm PLASTERBOARD.

WET SIDE

SELECTED INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

9mm VILLABOARD.

92mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

992

NOM. GAP

20

50

101

HABITABLE 

SIDE

SELECTED INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

9mm VILLABOARD TO BOTH 

SIDES OF STUDWORK.

92mm STEEL STUD FRAMING.

FLEXIBLE 

CAULKING.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

9929

50

110

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

SELECTED INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

13mm PLASTERBOARD.

92mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

1392

50

105

HABITABLE 

SIDE

75mm 11kg GLASS WOOL 

INSULATION.

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

13mm PLASTERBOARD LINING 

TO BOTH SIDES OF 

STUDWORK.

92mm STEEL STUD FRAMING.

FLEXIBLE 

CAULKING.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

139213

50

118

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

SELECTED INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.
13mm PLASTERBOARD LINING.

92mm STEEL STUD FRAMING.

FLEXIBLE 

CAULKING.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

99213

50

114

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

9mm VILLABOARD.

75mm 11kg GLASS WOOL 

INSULATION.

1200 WIDE, 75mm 11kg GLASS 

WOOL INSULATION OVER TOP 

OF PARTITION WALL.

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

BLOCKWORK / PRECAST 

WALL.

9mm VILLABOARD.

35mm FURRING CHANNEL.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

935

44

50

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

CONCRETE WALL.

10mm PLASTERBOARD 

(INTEGRAL TO INSULATION 

PANEL). .

KINGSPAN K5 50MM 

BOARD WITH 

PLASTERBOARD LINING. 

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

50

40 10

150mm STEEL STUD 

FRAMING.

16mm FIRE RATED 

PLASTERBOARD.

FIRE RATED CAULKING.

NEW SKIRTING TO MATCH TO 

ARCHITECTURAL INTERNAL 

ELEVATIONS FOR SKIRTING DETAILS.

REFER ARCHITECTURAL PLANS 

FOR FLOOR FINISH DETAILS.

50

GYPROCK REDBOOK: CSR 5043

FIRE RATING: 60/60/60

ACOUSTICS (Rw/Rw+Ctr): Nil

16mm FIRE RATED 

MOISTURE RESISTANT 

PLASTERBOARD.

HABITABLE 

SIDE

182

16 150 16

SELECTED WALL INSULATION

SARKING

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

EXTERNAL WALL CLADDING AS 

SPECIFIED. REFER TO 

ELEVATIONS. 

LINE SHOWN IS INDICATIVE ONLY.

EXISTING ADJOINING 

BUILDING.

140MM REINFORCED 

BLOCK WALL TO 

STRUCTURAL ENGINEERS 

DETAILS. 

ROOF OVER.

VARIES 140

N12 REBARS VERTICALLY 

AND HORIZONTALLY AS 

PER STRUCTURAL 

ENGINEERS DRAWINGS. 

REINFORCED CONCRETE 

FOOTINGS TO 

STRUCTURAL ENGINEERS 

DRAWINGS. 

DOUBLE BRICK WALL TO 

MATCH EXISTING. KEY 

INTO EXISTING 

BRICKWORK.

ROOF OVER.

110 30 110

EXISTING BUILDING WALL 

FRAMING.

3NO. LAYERS OF FYRCHEK MR

35mm FURRING CHANNEL.

1474

88

SELECTED METAL CLADDING. 

SARKING.

ROOF FLASHING - REFER TO 

A241 ROOF PLAN.

SELECTED ROOF SHEETING. 

92mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

1392

50

105

WET SIDE

SELECTED INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

13mm STRUCTURAL PLYWOOD 

AS DETAILED BY STRUCTURAL 

ENGINEER. 

9mm VILLABOARD.

13mm PLASTERBOARD (ABOVE 

2100 AFFL).

9mm VILLABOARD.

150mm STEEL STUD FRAMING.

FLEXIBLE CAULKING.

REFER TO ARCHITECTURAL 

INTERNAL ELEVATIONS 

FOR SKIRTING DETAILS.

REFER TO 

ARCHITECTURAL PLANS 

FOR FLOOR FINISH 

DETAILS.

13150

163

WET SIDE

SELECTED INSULATION

P50 SHADOWLINE REFER 

TO ARCHITECTURAL RCP 

FOR CEILING DETAILS.

13mm STRUCTURAL PLYWOOD 

AS DETAILED BY STRUCTURAL 

ENGINEER. 

EXTERNAL

SARKING.

EXTERNAL WALL CLADDING AS 

SPECIFIED. REFER TO ELEVATIONS. 

LINE SHOWN IS INDICATIVE ONLY.

STUD WALL.

2 x 16mm FIRE RATED 

PLASTERBOARD TO ACHIEVE 

60/60/60 FIXED TO STUD WALL. 

REFER TO ARCHITECTURAL 

RCP FOR CEILING DETAILS.

FIRE RATED CAULKING.

FLOOR FINISH.

GYPROCK REDBOOK: CSR 7675

FIRE RATING: 120/120/120

ACOUSTICS (Rw/Rw+Ctr): Nil

RONDO 64MM C-H STUDS 

WITH 25MM SHAFT LINER. 

SHAFT SIDENON SHAFT 

SIDE

1616 64 25

121

25MM SHAFT LINER. 
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