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GENERAL NOTES
1. ALL WORKS ARE TO BE CARRIED OUT IN ACCORDANCE WITH THE MAROONDAH CITY COUNCIL STANDARD DRAWINGS, SPECIFICATIONS AND TO THE

SATISFACTION OF COUNCIL'S SUPERVISING OFFICER OR HIS/HER APPOINTED REPRESENTATIVE.

2. PRIOR TO ANY EXCAVATION THE CONTRACTOR SHALL ASSESS AND VERIFY THE LOCATION OF ALL SERVICES WITH THE RELEVANT AUTHORITIES AND/OR
THEIR AGENTS. ANY EXISTING SERVICES SHOWN ON THE DRAWINGS ARE OFFERED AS A GUIDE ONLY AND ARE NOT GUARANTEED AS CORRECT.

3. COUNCIL TO BE NOTIFIED SEVEN (7) CLEAR DAYS PRIOR TO COMMENCEMENT OF WORKS.

4. TBM's HAVE BEEN ESTABLISHED AS SHOWN ON THE PLAN BY THE SURVEYOR. CONTACT LAND DIMENSIONS ON 9790 0399 FOR SURVEY RELATED QUERIES.

5. ALL LEVELS SHOWN ARE TO A.H.D. AND SET OUT COORDINATES TO M.G.A 94 ZONE 55.

6. KERB, PATH AND DRAINAGE ALIGNMENTS ARE TO BE SET OUT BY THE CONTRACTOR AND APPROVED BY THE SUPERINTENDENT BEFORE COMMENCING
EXCAVATIONS.

7. KERB TYPES SHALL BE AS SPECIFIED IN ACCORDANCE WITH THE MAROONDAH CITY COUNCIL STANDARD DRAWINGS. TRANSITION LENGTHS BETWEEN
DIFFERENT KERB TYPES TO BE OVER 2.0m ONLY IF IT CANNOT BE ACHIEVED AT A PRAM CROSSING OR DRIVEWAY CROSSOVER UNLESS OTHERWISE
SPECIFIED.

8. ALL KERB RETURN RADII ARE TO LIP OF KERB UNLESS OTHERWISE SPECIFIED.

9. A SAFE WORK METHOD STATEMENT (SWMS) AND A TRAFFIC MANAGEMENT PLAN IS TO BE PREPARED BY THE CONTRACTOR IN ACCORDANCE WITH AS
1742.3 - 2002 AND THE ROAD MANAGEMENT ACT 2004 WORKSITE SAFETY - TRAFFIC MANAGEMENT CODE OF PRACTICE. ALL DOCUMENTATION IS TO BE
APPROVED BY THE SUPERINTENDENT PRIOR TO COMMENCEMENT OF WORK.

10. ALL EXCAVATIONS OF A DEPTH 1.5m OR GREATER MUST COMPLY WITH WORKCOVER VICTORIA. A "NOTICE OF INTENTION TO EXCAVATE..." FORM MUST
BE SUBMITTED TO WORKCOVER 3 DAYS PRIOR TO THE WORK EXCAVATIONS.

a. CALL 1800 136 089 TOLL FREE OR 03) 9641 1444 TO OBTAIN FORM.

b. FAX FORM/S TO: 03) 9565 9400 OR 9941 0555.

11. THE CONTRACTOR SHALL TO THE SATISFACTION OF THE COUNCIL'S REPRESENTATIVE PROVIDE AND MAINTAIN ALL NECESSARY WARNING SIGNAGE,
LIGHTING AND BARRICADING TO COMPLY WITH THE REQUIREMENTS OF THE ROAD MANAGEMENT ACT.

12. THE CONTRACTOR SHALL MAKE PROPER PROVISION AND TAKE ALL NECESSARY PRECAUTIONS FOR THE LEGAL DIVERSION OF FLOOD AND DRAINAGE
WATERS AND THE PROPER DISCHARGING OF FLOWS DURING THE PROGRESS OF THE WORKS.

13. APPROPRIATE SILTATION CONTROL IS TO BE CARRIED OUT DURING THE CONSTRUCTION AND MAINTENANCE PERIOD IN ACCORDANCE WITH
MAROONDAH CITY COUNCIL REQUIREMENTS.

14. ALL CONCRETE TO BE USED IN THE CONTRACT WORKS SHALL DEVELOP A MINIMUM COMPRESSIVE STRENGTH OF 25 MPA AT 28 DAYS UNLESS OTHERWISE
SPECIFIED

15. ALL PITS TO BE CONSTRUCTED IN ACCORDANCE WITH COUNCIL'S STANDARD DRAWINGS AND AS NOTED ON THE PLAN.  PITS DEEPER THAN 1.0m TO HAVE
STEP IRONS PROVIDED AS PER MAROONDAH CITY COUNCIL STANDARD DRAWINGS.

16. SHAPE INVERT OF ALL PIT FLOORS WITH MASS CONCRETE TO PROVIDE A SMOOTH TRANSITION BETWEEN PIPES UP TO SPRINGING LINE.

17. ON COMPLETION THE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL OF ALL BUILDING WASTE, RUBBISH AND SPOIL FROM THE SITE. NO SURPLUS
TREES, VEGETATION OR OTHER MATERIALS IS TO BE BURNT ON SITE.
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